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INTRODUCTION

—> NETAFIM DRIPPERS AND DRIPLINES PORTFOLIO

Netafim had been at the forefront of innovation in drip for over 50 years.
It started with the invention of the dripper in the 60's and continue leading the drip industry with innovative products until today.

Prototype In line turbulent PC dripper Typhoon™ Streamline™ Arrow dripper UniRam™ Low-flow Streamline™Plus  Streamline™ X
laminar dripper dripper technology
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In line laminar Button dripper Ramw Tiran™ PCJ dripper TurboNet™ DripNet PC™ Aries™ Typhoon™ Plus
dripper technology

Netafim offers a comprehensive portfolio of drippers (on line) and driplines (integral) that covers a wide range of crops and

applications.
Our drip portfolio (on line and integral) is divided into two main categories, Pressure- compensated drippers and driplines (PC),

and Non Pressure- compensated drippers and driplines (NPC).
PC drippers are designed to discharge water at a very uniform flow rate under a wide range of water pressures.

While NPC drippers discharge varies under varying pressures.
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Pressure- Non Pressure- Pressure- Non Pressure-
compensated compensated compensated compensated

Each main driperline category is further divided into three sub-categories covering different uses or applications.
The sub-categories are Heavy Wall Driplines (HWD), Medium Wall Driplines (MWD) and Thin Wall Driplines (TWD).

@ Heavy wall driplines include driplines with wall thickness of 0.9 mm or thicker (10 & more seasons).
@ Medium wall driplines include driplines with wall thickness between 0.50 mm and 0.89 mm (included) (4-9 seasons).
@ Thin wall driplines include driplines with wall-thickness of 0.45 mm (included) or thinner (1-3 seasons).
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PC** CapiNet™* UniRam™  DripNet PC™  DripNet PC™ Aries™ Typhoon™  Streamline™ X
HWD MWD Plus

* CapiNet™ for 3-5 seasons
** Use PC drippers in harsh water applications, such as when using organic fertilizers, or high concentration of contaminants
*** The above chart relates to agriculture applications

Our driplines portfolio includes additional features, which can also include one or more of the following important features:
Anti-Siphon mechanism (AS)

Anti-Drain mechanism (CNL)

Anti-Drain mechanism; high shut-off pressure (HCNL)

Anti-Siphon with eXtra Root Resistance (AS XR)

Flap

AS: Anti-Siphon mechanism blocks contaminants from being drawn into the dripper from outside, makes it a critical addition
to drippelines installed below the surface, i.e. sub surface drip irrigation (SDI).

CNL: also called Anti-Drain, is an anti-drainage mechanism. When the pressure in the pipes drops (after valves shut-off at the
end of an irrigation cycle) and the desired pressure is achieved, the CNL mechanism closes the water passage, hence pipes
remain full of water and are ready for the next cycle, this makes it ideal for pulse irrigation (irrigation in short frequent cycles)
in greenhouses, nurseries, and fruit trees.

HCNL: also called High Level Anti-Drain, is anti-drainage mechanism, similar to the CNL, but with higher shut-off pressure.

This mechanism provides two main benefits:

1. Allows installation of non-leakage systems in areas with steeper slopes, thereby improving system efficiency, and reducing
the number of DNLs (Dripline Non-Leakage Valves).

2. Enables maintaining a higher pressure within the driplines used in pulse irrigation, hence allowing mixing and circulating
water and nutrients in the system prior to an irrigation event. This makes it ideal for pulse irrigation (irrigation in short
frequent cycles) in greenhouses, nurseries, and fruit trees.

AS XR (Anti-Siphon with eXtra Root Resistance): reduces significantly the risk of roots penetrating and clogging the drippers by
incorporating copper oxide that inhibit root growth within the dripper. This innovative resin is mixed in the dripper cover to offer
long lasting effect throughout the dripline life. AS XR drippers are available in both UniRam™ and DripNet PC™.

UniRam™ also includes physical root barrier.

Flap: Located in the same place, instead of a open hole outlet, the driprline wall is punched in a special shape. During irrigation
the water pushes the flap open to allow drip. It acts also as physical barrier when there is no water to prevent root intrusion,
and keeps drippers clean when installed from sand penetration. Flap exist only in TWD, except very unique cases.
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—> NETAFIM PORTFOLIO MAPPING

ON LINE PC ON LINE NPC INTEGRAL PC INTEGRAL NPC OTHER
DRIPPERS DRIPPERS DRIPLINES DRIPLINES EMITTERS
PC dripper Button dripper UniRam™ Aries™ Arrow dripper
PCJ dripper Pot dripper DripNet PC™ Typhoon™ Plus NetBow™
CapiNet™ dripper UniTechline™ Streamline™ Plus
Techline™ Microdrip
TechNet™ Landline™

To select the right dripper, one needs to consider two variants: the crop, and the application it is intended to be used for. Other
variants may apply which can narrow the selection and utilize additional features in Netafim portfolio.

The following diagram assists in selecting the right dripline or dripper for your application. Please note, this is only a generic
guideline, for more specific guidelines please contact a Netafim expert in your region.

Additional features may also be considered when selecting your dripper or dripline:

@ When the dripline is sub-surface installed, it is recommended to use AS in PC driplines, or Flap in Non PC driplines .

@ In pulseirrigation especially in soilless media, it is recommended to use CNL driplines or drippers.

Q i higher pressure is required for your dripper, or for steep topography, HCNL driplines or drippers is recommended.
@ fthereis a risk for root penetration in sub-surfaced installed driplines the use of AS XR in PC driplines is recommended.

AS XR CNL HCNL FLAP*

UniRam™

DripNet PC™

PC
PCJ

Aries™ - - - -

= < = <

Typhoon™ Plus - - - -

< i< i<

Streamline™ X - - - -

*Only on TWD

The following catalog is an aid material to enable to find basic data on each of the drip products at hands reach.

In each section you will find:

1. Main applications of the item displayed
2. Features and benefits

3. Technical specifications

4. Technical data of drippers and driplines
5. A table of all active catalog numbers

6. Basic packaging data
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Use of the catalog number tables

The tables display main data. For further information apply to a Netafim representative.
A Netafim catalog number consists of the following elements:

a) 5 consecutive digits indicating the material group

b) 6 consecutive digits indicating a specific product within that material group.

To create a full catalog number, choose the relevant material group and add to it the 6 digits that define dripper flow rate and
spacing (these instructions apply to the integral products).

For example:

UniRam™ AS 16009
Catalog number 13740 - (any of below 6 digits

DISTANCE BETWEEN DRIPPERS (M)

RATE
(L/H) 0.15 0.20 0.25 0.30 033 0.40 0.50 0.60 0.65 0.70 0.75 0.80 0.90 1.00
0.7
1.0 001190 001200 001250 : 001400 001550 : 001570 : 001600

IR
1.6 002300 (002500 002600 002650 ;002700 ;002750 002800

N,
2.3 003400 003690 : 003700 003800 : 003850 :003870 :003900 : 004000 : 004100 : 004200
85 009700 009750 010035 010040 010045 010050 010100 010150 ;010200 : 000001
Bundled N
coil length $)500 500 500 500 500 500 500 500 500 500 500 500 500 500
(m) N——"

Missing catalog numbers available upon request.

Product : UniRam™ AS 16009, 1.6 I/h, 0.50 m = 13740-002500
*In the same table additional information can be found:

1. Equipment will arrive driplines package data (on bundled coil)
2. Length of dripline on the coil: 500 m

As specified above, these are the active catalog numbers in our ERP systems. Additional numbers can be activated/ opened as
required in each of the empty cells in the table.

We recommend using standard specifications, such as diameter, wall thickness, spacing and coil lengths. Non standard
specifications might be subjected to unique product cost increase.

As for the other products (on line drippers, arrow drippers, etc.) the tables similarly display the relevant material group (first
5 digits) where the numbers in the tables (the other 6 digits) indicate the number of units supplied in each of the different
packing options.

This catalog contains all the metric based information. It does not include all the USA used catalog numbers.

Average Coil Weight Disclaimer:

Netafim manufacturing team performs strict online and offline quality measures to ensure high level of accuracy, which in turn
aims to ensure the lowest CV possible values in the market. However, dripline coil's weight might be subject to coefficient of
manufacturing variation (“CV") of no more than 1%-2%. Such CV may be caused due to variation in the numbers of drippers per
coil or due to required manufacturing processes. Therefore, the Average Coil Weight described herein constitute the calculated
weight average of such CV.
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UniRam™ RC

Integral pressure-compensated,
continuously self-flushing
mechanism dripper

—> 16009-16010-16012-17012-20010-20012 - 23010

0000 &Y

Pressure- Drainage Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—> Drainage The dripper integrates a drainage mechanism that drains water from the pipe at the end of the
mechanism irrigation cycle, to allow easier recoiling of the dripline at the end of the crop cycle.

—>  Continuously , A ‘ . . A
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation

—>  Wide filtration Makes UniRam™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

—>  Physical ‘ ‘ , S ‘ ‘
root barrier Better protection against root intrusion without reliance on chemicals.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

/ Specifications
@ Pressure-compensated range: 0.5-4.0 bar.
@ Largest filter in the industry. Recommended filtration: according to drippers flow rate. Filtration method selected

based on the kind and concentration of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists
in the water, a Hydrocyclone shall be installed before the main filter. Where sand/silt/clay solids exceed 100 ppm,
pre treatment shall be applied following Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.
Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).
Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

00000

UniRam™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION i CONSTANT ~ EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR) (MM) (MM2) K X (MICRON)/(MESH)
07 05-40 0.70 x 0.65 x 40 110 07 0 130/120

1.0 0.5-4.0 0.83x 0.74 x 40 130 1.0 0 130/120

1.6 0.5-4.0 1.07 x 0.79 x 40 130 16 0 200/80

23 05-40 1.26 x 0.95 x 40 130 23 0 200/80

35 0.5-4.0 1.59x 1.10 x 40 150 35 0 200/80

* Within working pressure range
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UniRam™ RC 16009
Catalog number 13750 - (any of below 6 digits)

0.7 001600

1.0 002190 : 002200 002300 : 002400 002700

1.6 003200 003300 :003400 ;003500 ;003560 ;003600 003900
2.3 005200 :005300 ;005400 :005500 :005700 ;005810 :005830 :005900 ;006000
3.5 007000 :007100 ;007200 :007300 ;007350 : 007400 :007500 :007650 ;007700
Bundled

E:[%I)I length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

1.30

16009 :14.20 .90 :16.00 3.0

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 0 15t0 1.00 65000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”

UniRam™ RC 16010
Catalog number 13730 - (any of below 6 digits)

002400 002600
1.0 003700 : 003800 : 003900 ;004000 ;004100 :004200 : 004400 ;004500 004600 : 004700 005000
1.6 006850 (006900 : 006950 :007000 :007020 :007200 :007400 007520 :007530 ;007550 :007600 :007700 ;007800 ;008000
23 009800 : 009900 ;010000 :010700 :010200 :010400 070500 :010520 ;010550 :070600 :010700 010800 ;011000
3.5 012900 :013000 :013100 013200 :013400 :013500 :013520 013550 :013600 ;013700 014000
Bundled
?r%l)l length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 114.20 11.00 116.20 135 11.30

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 | 015to1 00 : 165000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ RC 16012
Catalog number 13890 - (any of below 6 digits)

0.7

1.0 001290 001450

1.6 001900 002000 : 002050 ;000002

2.3 003004 003100 : 003200 003400

3.5 004550 004580 005000
Bundled

?r%l)l length : 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16012 14.20 .20 16.60 .0 5.2 .30

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 10.15101.00 f 40800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ RC 17012
Catalog number 14180 - (any of below 6 digits)

000100 :000150 ;000200 000250 :000550 ;000650 000002 000700 ;000730 ;000003 ;001000
1.0 001620 : 001700 ;001800 001900 ;001980 : 002040 002200 002250 ;002270 ;002300
1.6 002500 :002470 ;002600 002810 :002920 :003100 ;003123 003124 003130 :003200 : 003320
2.8 003860 : 003920 : 004000 :004025 :004050 :004150 :004170 :004185 :004190 ;004200 :004220 ;004240 ;004260
3.5 000005 (004720 : 004800 004900 : 005000 : 005100 005300 : 005400 006000
Bundled
((:r%l)l length : 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

17012 11460 20 117.00 40 152 10

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 10.15101.00 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ RC 20010
Catalog number 14570 - (any of below 6 digits)

0.7 000040

1.0 000400 : 000450 000500 : 000550 ;000600 000650 : 000700 000750
1.6 001050 :001120 001200 :001270 001300 001390 :007400 :001500 ;001600 ;001700
2.3 002200 002300 : 002400 ;002500 :002600 :002650 : 002700 :002800 :002850 ;002900
3.5 003200 003300 : 003400 003500 003550 :003700 :003800 ;003900 ;004200
Bundled

E:[%I)I length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20010 17.50 .00 19.50 3.5 46 0.40

20010 1100 00 1015t01.00 174 330

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ RC 20012
Catalog number 14420 - (any of below 6 digits)

000570 000800 000001
1.0 001300 001500 ;001600 ;001770 ;001870 001920 : 002080 002400 : 002500 ;000003 ;002600
1.6 003000 003080 : 003300 003405 003440 : 003500 003700
23 004300 : 004400 ;004500 004650 : 004800 004870 004883 004900 : 004950 005200
3.5 005600 :005650 ;005700 ;005800 ;005850 006000 : 006100 006200
Bundled
?r%l)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 117.50 11.20 119.90 140 52 1040

20012 1120 00 10.15101.00

1330

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ RC 23010
Catalog number 14655 - (any of below 6 digits)

0.7 001100

1.0 002300 : 002400

1.6 003300 :003500 : 003550

2.3 004480 : 004500 004520

3.5

Carton

E:r%l)l length : 200 200 200 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

23010 12080 11.00 12280 10.30

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 147 Focona
' i . 480

23010 :1.00

300 1030101.00 1207 144000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ AS

Integral pressure-compensated,
continuously self-flushing,
anti-siphon mechanism dripper

—> 16009-16010-16012-17012-20010 - 20012 - 23010

06000

Pressure- Anti-Siphon Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

- Anti—Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

—>  Continuously , A . . . A
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

—>  Wide filtration Makes UniRam™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

—>  Physical ‘ ‘ A o . ‘
root barrier Better protection against root intrusion without reliance on chemicals.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

/Speoiﬂcations

@ Pressure-compensated range: 0.5-4.0 bar. Anti-Siphon Mechanism.

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.
Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).
Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

UniRam™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION CONSTANT EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR) (MM) (MM?2) K X (MICRON)/(MESH)
07 0.5-4.0 0.70 x 0.65 x 40 110 07 0 130/120

1.0 0.5-4.0 0.83x 0.74 x 40 130 1.0 0 130/120

1.6 0.5-4.0 1.07 x 0.79 x 40 130 1.6 0 200/80

23 0.5-4.0 1.26 x 0.95 x 40 130 23 0 200/80

35 0.5-4.0 1.59x 1.10 x 40 150 35 0 200/80

* Within working pressure range
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UniRam™ AS 16009
Catalog number 13740 - (any of below 6 digits)

0.7

1.0 001190 001200 001250 :001400 ;001550 001570 ;001600

1.6 002300 002500 :002600 ;002650 :002700 ;002750 :002800

2.3 003400 003690 :003700 ;003800 ;003850 ;003870 003900 ;004000 ;004100 ;004200
3.5 009750 :010035 ;010040 ;010045 ;010050 010100 ;010150 010200 ;000001
Bundled

coil 500 500 500 500 500 500 500 500 500 500 500 500 500 500
length (m)

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16009 14.20 .90 16.00 3.0 39 .30

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 10.15t01.00 65000

* Calculated weight average. For further details see "Average Coll Weight Disclaimer”.

UniRam™ AS 16010
Catalog number 13720 - (any of below 6 digits)

000180 000185 ;000200 000220 :000240 000260 000280 000300
1.0 000380 : 000400 : 000450 ;000500 000600 ;000700 ;000800 ;000840 ;000850 : 000900 ;007000 ;001030 ;001200
1.6 001450 :001520 : 001550 :001600 :001650 :001700 :001800 001900 001950 ;001965 :002000 :002100 ;002200 ;002500
228 002600 002620 ;002700 :002750 :002850 :002900 :003000 :003100 ;003150 :003200 :003300 ;003400 ;003600
3.5 003950 004000 :004100 ;004160 :004200 :004270 :004300 : 004350 :004370 :004440 :004470 : 004500
Bundled
?r%l)l length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 11420 11,00 11620 135 46 11,30

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 | O‘ISIO'I .00 : 165000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ AS 16012
Catalog number 13700 - (any of below 6 digits)

0.7 000100 000001

1.0 000400 : 000450 : 000500 000600 : 000680 000002 000005 : 000900
1.6 001000 001050 :007087 :001095 ;001100 ;001150 001200 001400
2.3 001700 :001800 :001900 :002000 ;002050 :002100 ;002200 ;002300 ;002350 002500
3.5 003200 003300 : 003400 003550 : 003600 004000
Bundled

?r%l)l length : 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 14.20 .20 16.60 .0 5.2 .30

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1015101.00 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ AS 17012
Catalog number 14000 - (any of below 6 digits)

000010 000020 000025
1.0 000050 : 000070 ;000085 ;000100 000125 000150 000170 :000190 ;000200 ;000210 000250
1.6 000600 :000650 ;000700 000800 ;000830 ;000900 ;001000 ;001050 001110 :001130 :001135 001140
2.3 001200 :001250 :001400 001470 001550 i001700 ;001900 ;001930 :001950 : 002100 : 002130 002300
815 002380 002385 002390 : 002395 002399 002410 003000 :003210 ;003600
Bundled
E:rtT)]l)I length : 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

17012 11460 20 117.00 140 152 10

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 £0.15101.00 : 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ AS 20010
Catalog number 14520 - (any of below 6 digits)

0.7

1.0 000007 001000 001025 :001050 ;001100 001200 001300
1.6 001800 001900 :001950 002050 002065 (002070 ;002100 002200
2.3 002400 002500 :002550 ;002600 002650 :002700 : 002800 003000
3.5 003500 003600 : 003700 ;003800 003850 (003890 : 004000 004100
Bundled

E:[%I)I length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20010 17.50 .00 19.50 315 4.6 0.40

20010 1.00 00 0.15t0 1.00 7.4 1330

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ AS 20012
Catalog number 14500 - (any of below 6 digits)

000008 : 000009 ;007500 007600 : 007700 : 007800 007900 008000
1.0 000020 : 000040 : 000050 000075 ;000080 : 000095 000100 : 000104 000108 ;000110
1.6 000170 000200 ;000300 ;000360 ;000400 ;000600 ;000700 ;000006 :000800 ;000900 :000960 ;000970 :000980
2.3 000990 :001020 :001150 :001310 :001450 001550 ;001800 :001850 :001920 ;001950 : 002100 ;002300 : 002400
8I5 005300 005400 : 005700 005800 005900 006000 :006100 ;006200 ;006700
Bundled
?I’CT)II)I length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 117.50 11.20 119.90 140 152 1040

20012 2120 00 A015t0100

1330
* Calculated weight average. For further details see “Average Coil We|ght Disclaimer”.
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UniRam™ AS 23010
Catalog number 14635 - (any of below 6 digits)

0.7 000500 000550 : 000600 : 000650 000700 000750
1.0 001300 001400 :001500 :001570 ;001600 001700

1.6 002100 002200 :002300 : 002400 002520 : 002600 ;002660

23 003500 :003600 : 003705 003800 :003900 ;003950 ;004050 ;004100
3.5 005100 :005200 ;000001 ;005400 ;005500

Carton

?r%l)l length : 200 200 200 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

23010 20.80 22.80 35
— DRIPLINES PACKAGE DATA (ON CARTON COIL)
10.15100.25 147
23010 1,00 480
1030101.00 1207

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ AS XR

Integral pressure-compensated,
continuously self-flushing, anti-siphon
mechanism dripper with improved
resistance to root intrusion

— 16010-16012-20012-23010

06000

Pressure-
compensated

Root Intrusion
protection

Anti-Siphon
mechanism

/ Benefits & Features

%

~
L 1L L 1 L1

00000

P

Root Intrusion
protection

Pressure-
compensated

Anti-Siphon
mechanism

Continuously
self-flushing

Wide filtration
area

TurboNet™

ecifications

Pressure-compensated range: 0.5-4.0 bar. Anti-Siphon mechanism. Extra protection against root intrusion.

Drippers are protected against root intrusion better than all other options, utilizing a patented
root inhibitor within the dripper cover that prevents root intrusion into the dripper labyrinth.
Better protection against root intrusion without reliance on chemicals. Long lasting protection
due to non migrating active ingredients embedded in the dripper cover.

Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
uniformity of water and nutrient distribution along the laterals.

Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
applications.

Flushes debris, throughout operation, while ensuring constant dripper operation
Makes UniRam™ highly resistant to clogging with poor quality water, thus increasing filtration
efficiency.

Labyrinth ensures wide water passages, to increase flushing efficiency. The water is drawn
into the dripper from the stream center, preventing the entrance of sediments into the drippers.

Recommended filtration: according to drippers flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.

Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

UniRam™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS FILTRATION CONSTANT EXPONENT * RECOMMENDED

RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR) (MM) (MM?) K X (MICRON)/(MESH)

0.7 0.5-4.0 0.70 x 0.65 x 40 110 0.7 0 130/120

1.0 0.5-4.0 0.83 x 0.74 x 40 130 1.0 0 130/120

1.6 0.5-40 1.07 x 0.79 x 40 130 1.6 0 200/80

23 0.5-4.0 1.26 x 0.95x 40 130 2.3 0 200/80

35 0.5-40 1.59 x 1.10 x 40 150 39 0 200/80

* Within working pressure range
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UniRam™ AS XR 16010
Catalog number 13735 - (any of bellow 6 digits)

0.7 000017

1.0 000880 : 000881 :000900 000008 001010
1.6 001410 001610 :001710 001900 002010

2.3 003310 000015 : 003510 ;003530 003550 000005
3.5 000009 005110 000006 : 000001 000010
Bundled

E:[%I)I length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 14.20 .00 16.20 3.5 46 .30

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 O15to1 00 65000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ AS XR 16012
Catalog number 13737 - (any of bellow 6 digits)

1.0 001050 ;001060 ;001065

1.6 000007 000006 000003

2.3 000005 : 000004

815 000002 000001

Bundled

?r?\l)l length : 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 114.20 11.20 116.60 140 152 11.30

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 A 10.15101.00 140800

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ AS XR 20012
Catalog number 14510 - (any of below 6 digits)

0.7

1.0 000002 000002 : 000003 001500
1.6 002580 002600 002700 :002800 : 000001 000004 000005
2.3 004200 004220 004230 004600 : 004700 000009 : 004770 004790
3.5 005700 000008

Bundled

(cigl)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20012 117.50 20 119.90 0 152 40

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 0.15t0 1.00 99000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ AS XR 23010
Catalog number 14634 - (any of below 6 digits)

1.6 002600 000001

2.3 003500

3.5 006100

Carton
(coi)l length i 200 200 200 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

23010 120.80 00 12280 130 35 30

00 10.15t00.25 147
23010 11,00 z . 480
00 [015t01.00 1207 144000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ CNL

Integral pressure-compensated,
continuously self-flushing, anti-siphon
and anti-drain mechanism dripper

—> 16009-16010-16012-17012-20010-20012 - 23010

Pressure- Anti-Drain Self-flushing
compensated mechanism mechanism

/ Benefits & Features

ﬁ

N

9p)

/

00000

Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

Anti-Drain (CNL)

mechanism Eliminates drainage and refill effect, and improves efficiency in pulse irrigation.
Continuously

self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

Wide filtration Makes UniRam™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

Physical

. Better protection against root intrusion without reliance on chemicals.
root barrier P 9

TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

pecifications

Pressure-compensated range: 1.0-4.0 bar. Anti-Siphon and Anti-Drain mechanism.
Anti drainage (CNL) function with shut-off pressure of 0.14 bar

Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration of
dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.

Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

UniRam™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS  FILTRATION | CONSTANT | EXPONENT* : RECOMMENDED SHUT OFF
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION PRESSURE
(L/H) RANGE (BAR) : (MM) (MM?) K X (MICRON)/(MESH) | (BAR)

07 1.0-4.0 0.70 x 0.65 x 40 110 0.7 0 130/120 0.14

1.0 1.0-4.0 0.83x 0.74 x 40 130 1.0 0 130/120 0.14

1.6 1.0-4.0 1.07 x 0.79 x 40 130 16 0 130/120 0.14

23 1.0-4.0 1.26 x 0.95 x 40 130 2.3 0 130/120 0.14

35 1.0-4.0 1.59x 1.10 x 40 150 35 0 130/120 0.14

* Within working pressure range
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UniRam™ CNL 16009
Catalog number 13920 - (any of below 6 digits)

0.7 000700

1.0 001150 : 001200 001300 007400 :001500 ;001700

1.6 002100 : 002200 002300 002500 : 002600

2.3 003400 003600

3.5

Bundled

E:[%I)I length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

1.30

16009 14.20 .90 16.00 3.0

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 0.15t0 1.00 65000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ CNL 16010
Catalog number 13900 - (any of below 6 digits)

000217 000250 000006 : 000001
1.0 007000 ;001100 ;001150 ;001200 ;001230 :001260 ;001300 ;001325 001350 : 001400 ;001800 ;002000
1.6 004400 : 004500 ;004550 :004600 :004630 : 004700 :004800 :004900 ;004950 005000 : 005200 005300
23 005600 :005700 ;005900 :006000 ;006050 : 006200 :006400 :006500 ;006550 006700 : 006800 ;006900 ;007000
3.5 007300 :007350 :007400 ;007500 :007530 :007600 :007700 ;007900 008200 :008300 ;008400 ;008500
Bundled
?r%l)l length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 114.20 11.00 116.20 135 11.30

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 z 10.15101.00 165000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ CNL 16012
Catalog number 13880 - (any of below 6 digits)

0.7 000050 :000100 000007 000400

1.0 001095 ;001100 ;001150 ;001200 001300 ;007400 ;001500 000008 002000
1.6 002800 :002900 :003000 :003100 :003150 ;003200 :003300 003700 : 003800 004200
2.8 004700 :004720 :004900 :005000 :005150 ;005300 :005400 000003 : 005700 005850
&5 006500 006400 : 006700 007000
Bundled

((:r%l)l length § 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 11420 20 116.60 140 152 30

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 £0.15101.00 : 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ CNL 17012
Catalog number 14040 - (any of below 6 digits)

000005
1.0 000035 :000040 : 000045 : 000050 000070 :000100 : 000120 000200
1.6 000300 :000350 :000400 :000450 :000467 :000500 :000550 : 000600 000650 000750 :000770 ;000800
23 000950 :000970 :001100 ;001150 :001400 :001600 :001700 ;001730 001900 002200 : 002300
3.5 003000 :003020 :003100 ;003200 ;003250 003300 003400
Bundled
E:r(r)]l)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

17012 11460 1120 117.00 40 152 11,10

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 o15to1 00 ; 40800

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ CNL 20010
Catalog number 14560 - (any of below 6 digits)

0.7 000004

1.0 000900 : 000950 ;001000 001300 002000
1.6 004200 : 004300 :004400 ;004500 004600 : 004700 ;004800 005000

228 005500 005600 : 005700 005800 : 005900 006000 006100 : 006300 006500
35 006950 : 007000 007200 :007300 ;007400

Bundled

?r%l)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20010 117.50 11.00 119.50 35 46 1040

20010 £1.00 00 1015101.00 174 1330

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ CNL 20012
Catalog number 14540 - (any of below 6 digits)

007000 000030 007100
1.0 000070 :0007100 :000120 ;000140 000153 : 000160 ;000170 000200
1.6 000400 : 000450 :000500 :000523 :000550 :000600 :000650 : 000665 000750 000800
2.3 000890 : 000900 :001050 ;001400 :001570 :001900 :002100 ;002300 002500 : 002600 002800 : 002900
3.5 003880 004000 :005450 :004100 ;004200 ;004300 004600 004800
Bundled
?r?'ll)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 117.50 1120 119.90 140 52 1040

20012 120 00 10.15101.00

1330

* Calculated weight average. For further details see “"Average Coil Welght Disclaimer”.
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UniRam™ CNL 23010
Catalog number 14625 - (any of below 6 digits)

0.7 000002 000850

1.0 001500 001600 001700 : 001900

1.6 002800 002900 ;003000 :003100 ;000003

2.3 003900 : 004100 004300

3.5 005400 005450 ;005500 :005600 005700 : 005800 006100
Carton

(Cr?wl)l length { 200 200 200 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

23010 20.80 .00 22.80 .0 3.5 .30

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

00 101510025 147 196000
480 ........................................................

23010 1.00
1300 10.30101.00 1207 144000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ HCNL

Integral pressure-compensated,
continuously self-flushing, anti-siphon
and high anti-drain mechanism dripper

—> 16009-16010-16012-17012-20010 - 20012 - 23010

Pressure- Anti-Drain Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

Anti-Drain (HCNL) Eliminates drainage and refill effect, and improves efficiency in pulse irrigation even in steep
mechanism topography.

Continuousl . . . . . .
y Flushes debris, throughout operation, while ensuring constant dripper operation.

self-flushing

Wide filtration Makes UniRam™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

Physical

. Better protection against root intrusion without reliance on chemicals.
root barrier P 9

N R

TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

n

pecifications

Pressure-compensated range: 1.5-4.0 bar. Anti-Siphon and Anti-Drain mechanism.
Anti drainage (HCNL) function with higher shut-off pressure of 0.25 bar.

/

Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.
Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).
Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

00000

UniRam™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS | FILTRATION : CONSTANT : EXPONENT* : RECOMMENDED SHUT OFF
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION PRESSURE
(L/H) RANGE (BAR) i (MM) (MM?) K X (MICRON)/(MESH) (BAR)

0.85 15-40 0.70x 0.65x 40 110 0.85 0 130/120 0.25

1.25 1.5-40 0.83 x0.74 x 40 130 1.25 0 130/120 0.25

2.00 1.5-40 1.07x0.79 x 40 130 2.00 0 130/120 0.25

2.90 1.5-40 1.26 x0.95 x 40 130 2.90 0 130/120 0.25

4.40 1.5-40 1.59x 1.10 x 40 150 4.40 0 130/120 0.25

* Within working pressure range
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UniRam™ HCNL 16009
Catalog number 13925 - (any of below 6 digits)

0.85 000005 000001 : 002045 002200 002210

1.25 003880 : 003900 004000 000004

2.00 005400 : 005470

2.90 000003

4.40

Bundled

E:[%I)I length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16009 14.20 .90 16.00 3.0 1.30

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 A A 10.15101.00 165000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ HCNL 16010
Catalog number 13910 - (any of below 6 digits)

000800 000810 : 000900 001060 : 001080
1.25 000006 ;002000 ;002100 ;002400 :002500 : 002600 ;002700
2.00 003150 :003230 : 003300 ;003400 003500 : 003600 000005
2.90 000001 000001 004500
4.40 006660 006680 006600
Bundled
<(3rcT)1|)I length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 114.20 11.00 116.20 135 11.30

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 | 015to1 00 : 165000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniRam™ HCNL 16012
Catalog number 13870 - (any of below 6 digits)

0.85 000001

1.25 004000

2.00 000003 : 005290 005300 : 005400

Bundled
c(:oi)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16012 1420

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1510 1.00 | | 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ HCNL 17012
Catalog number 14050 - (any of below 6 digits)

1.25 002000 : 002060 002400

2.00 003200 003300 003320 : 003600

2.90

4.40 005000 000001 : 000002

Bundled

((:r%l)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

17012 $14.60 11.20 40 52 110

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 1510 1.00 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ HCNL 20010
Catalog number 14565 - (any of below 6 digits)

0.85 000630 000640 000650 : 000002

1.25 001290 001300

2.00 000001 : 002300 002400

2.90 003500

4.40 004500

Bundled

?r?‘ll)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20010 :17.50 .00 :19.50 3.5 4.6 :0.40

20010 11.00 00 10150 1.00 174 1330

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniRam™ HCNL 20012
Catalog number 14550 - (any of below 6 digits)

000100 000110 000002 : 000200
1.25 000980 : 001000 ;001090 ;001100 007200 : 001300 001750 ;001800
2.00 001900 : 002000 002400 : 002500 ;000001 002850 002950
2.90 003100 003150 003400
4.40 004100 : 004200 004300 004700 : 004800
Bundled
?r%l)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 117.50 11.20 119.90 140 152 1040

20012 11.20 00 10.15t01.00

1330

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniRam™ HCNL 23010
Catalog number 14645 - (any of below 6 digits)

0.85

1.25

2.00 002500 002600

2.90 004000

4.40

Carton
%oi)l length i 200 200 200 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

23010 120.80 11.00 12280

1030

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

j 101510025 147 196000
23010 11.00 : : : 480
1300 10.30101.00 1207 144000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniWine™ RC

Integral pressure-compensated,
continuously self-flushing
mechanism dripper

—

16010 -20012

Pressure- Drainage Self-flushing
compensated mechanism mechanism

/ Benefits & Features

%

N R

Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

Drainage The dripper Integrates a drainage mechanism that drains water from the pipe at the end of
mechanism the irrigation cycle. This helps in countries where temperatures may drop below zero.

Continuously

self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

Wide filtration Makes UniWine™ highly resistant to clogging with poor quality water, thus increasing
area filtration efficiency.

Physical

root barrier Better protection against root intrusion without reliance on chemicals.

TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency:
Optional pre-assembled wine clip for easier trellising.

/ Specifications

o
o

Pressure-compensated range: 0.5-4.0 bar.

Recommended filtration: according to drippers flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.

Weldable into thick wall driplines (1.00, 1.20 mm).

Two violet stripes for easy identification.

Injected dripper, very low CV with injected silicon diaphragm.

UV resistant. Resistant to standard nutrients used in agriculture.

UniWine™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION CONSTANT ~  EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR) (MM) (MM?) K X (MICRON)/(MESH)
0.7 0.5-4.0 0.70 x 0.65 x 40 110 0.7 0 130/120

1.0 0.5-4.0 0.83x 0.74 x 40 130 1.0 0 130/120

1.6 0.5-4.0 1.07 x 0.79 x 40 130 1.6 0 200/80

23 0.5-4.0 1.26 x 0.95 x 40 130 23 0 200/80

35 0.5-4.0 1.59x 1.10 x 40 150 35 0 200/80

* Within working pressure range
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UniWine™ RC 16010 - with assembly clip
Catalog number 14770 - (any of below 6 digits)

FLOW
RATE

DISTANCE BETWEEN DRIPPERS (M)

(L/H) 0.15

0.20

0.30 0.33

0.40

0.50 0.60

0.65 0.70

0.75 0.90

0.7

1.0

1.6

003800

004000

2.3

3.5

Bundled
coil length
(m)

300

300 300

300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

MODEL

INSIDE DIAMETER
- (Mm)

ALL THICKNESS
MM)

300

300 300

OUTSIDE DIAMETER
(Mm)

300 300

| MAX. WORKING
. PRESSURE (BAR)

MAXIMUM FLUSHING
PRESSURE(BAR)

300 300 300 300

KD

16010

£14.20

11.00

11620

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

WALL THICKNESS

135

46 £1.30

| COILS IN A 40 FEET  TOTAL IN A 40

 DISTANCE VERAGE*COIL
MODEL  BETWEEN | CONTAINER . FEET CONTAINER
(MM) - DRIPPERS (M) - (UNITS) (M)
16010 £ 1.00 10.15t01.00 144 1330 £ 99000

1300

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniWine™ RC 20012 - with assembly clip
Catalog number 14965 - (any of below 6 digits)

FLOW DISTANCE BETWEEN DRIPPERS (M)
RATE
(L/H) 0.15 0.20 0.25 0.30 0.33 0.40 0.50 0.60 0.65 0.70 0.75 0.80 0.90 1.00
0.7
1.0
1.6 004000
23
815
Bundled
(coi)l length i 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m
Missing catalog numbers available upon request.
—> DRIPLINES TECHNICAL DATA
MODEL INSIDE DIAMETER | WALL THICKNESS : OUTSIDE DIAMETER MAX. WORKING MAXIMUM FLUSHING KD
(MM) (MM) (MM) - PRESSURE (BAR) - PRESSURE (BAR)
20012 17.50 1.20 19.90 40 52 10.40

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

COILS IN A 40 FEET TOTAL IN A 40

WALL THICKNESS : COIL LENGTH DISTANCE VERAGE*COIL |

MODEL BETWEEN . CONTAINER - FEET CONTAINER
(MM) (M) DRIPPERS (M) . (UNITS) (M)

20012 1.20 300 0.1510 1.00 1210 1330 199000

* Calculated weight average. For further details see “"Average Coil Weight Disclaimer”.
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UniWine™ AS

Integral pressure-compensated,
continuously self-flushing, anti-siphon
mechanism dripper

—> 16010-16012-17012-20010-20012

Pressure- Anti-Siphon Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—>  Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

—>  Anti Migration Possibility to have it with Drop Anti Migration ring that helps also for hanging the driplines
Clip on metal wires.

—>  Continuously , _ _ . _ _
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

—>  Wide filtration Makes UniWine™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

—>  Physical _ _ _ _ . _ _
root barrier Better protection against root intrusion without reliance on chemicals.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

/ Specifications
@ Pressure-compensated range: 0.5-4.0 bar. Anti-Siphon mechanism.
@ Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration

of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm,
pre treatment shall be applied following Netafim expert instructions.

@ Double TurboNet™ labyrinth with large water passage.

@ \Weldable into thick wall driplines (1.00, 1.20 mm).

@ Two purple stripes for easy identification.

@ Injected dripper, very low CV with injected silicon diaphragm.

@ High UV resistant. Resistant to standard nutrients used in agriculture.

@ Uniwine™ driplines meet ISO 9261 Standards with Israel Standard Institute (SII)-certified production.
— DRIPPERS TECHNICAL DATA
FLOW WORKING WATER PASSAGES DIMENSIONS FILTRATION i CONSTANT | EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION
(L/H) RANGE (BAR) (MM) (MM?) K X (MICRON)/(MESH)
07 0.5-4.0 0.70 x 0.65 x 40 110 0.7 0 130/120
1.0 0.5-4.0 0.83x0.74 x 40 130 1.0 0 130/120
16 0.5-4.0 1.07 x0.79 x 40 130 16 0 200/80
23 0.5-4.0 1.26 x 0.95 x 40 130 23 0 200/80
35 0.5-4.0 1.59 x1.10 x 40 150 35 0 200/80

* Within working pressure range
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UniWine™ AS 16010
Catalog number 14740 - (any of below 6 digits)

1.0 000003

1.6 002150 002220

Bundled
E:oi)l length § 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 1420 1620

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 O 1510 1.00 65000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniWine™ AS 16010 - with assembly clip
Catalog number : 14740 - (any of bellow 6 digits)

000900
1.0 001050 001150 : 001200 001250 001400
1.6 001590 :001640 : 001800 001870 : 001900 002200
2.3 002500 002600 :002700 : 002800 002900 :003000 :003100 ;003300
3.5 004200 : 004400 004600
Bundled
((:n(?]l)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 1420 1620

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 O'IStO'I .00 | | 99000

* Calculated weight average. For further deta|ls see "Average Coil Welght Disclaimer”.
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UniWine™ AS 16012 - with assembly clip
Catalog number 14715 - (any of bellow 6 digits)

FLOW DISTANCE BETWEEN DRIPPERS (M)

RATE

(L/H) 0.15 0.20 0.25 0.30 0.33 0.40 0.50 0.60 0.65 0.70 0.75 0.80 0.90 1.00
0.7

1.0 001000

1.6

2.3 003200 003500 003800 004110
85

Bundled

E:Oi)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

MODEL

INSIDE DIAMETER
(MM)

WALL THICKNESS
(MM)

OUTSIDE DIAMETER MAX. WORKING

(MM)

: PRESSURE (BAR)

MAXIMUM FLUSHING
: PRESSURE (BAR)

16012

14.20

1.20

16.6

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

140

AVERAGE* COIL

52

COILS IN A 40 FEET TOTAL IN A 40

WALL THICKNESS | COIL LENGTH DISTANCE : :

MODEL BETWEEN - WEIGHT . CONTAINER | FEET CONTAINER
(MM) (M) DRIPPERS (M) - (KG) - (UNITS) )

16012 1.20 300 01510 1.00 172 1330 £99000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

UniWine™ AS 17012 - with assembly clip
Catalog number 14820 - (any of bellow 6 digits)

FLOW
RATE
(L/H)

DISTANCE BETWEEN DRIPPERS (M)

0.15 0.20 0.25 0.33 0.40 0.50 0.60 0.65 0.75 0.90

0.7

001500 :001600

2.3 003000 : 003050 :003100 003500 003900

3.5

Bundled
coil length
(m)

300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

%MAXIMUM FLUSHING

ALL THICKNESS  OUTSIDE DIAMETER _
- PRESSURE (BAR)

MM) (MM

INSIDE DIAMETER
{(MM)

AX. WORKING

el a2 RESSURE (BAR)

17012 £ 14.60 11.20 £17.00 40 152

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

WALL THICKNESS AVERAGE* COIL COILS IN A 40 FEET TOTAL IN A 40

 DISTANCE : :
MODEL ' BETWEEN - WEIGHT . CONTAINER | FEET CONTAINER
- (Mwm) - DRIPPERS (M) - (Ke) - (UNITS) (M)
17012 11.20 10.15t01.00 177 1330 1132000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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UniWine™ AS 20010
Catalog number 14995 - (any of below 6 digits)

2'3 003010

Bundled
<(30i)| length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20010 ‘I7 50

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 A A o 15101.00 A A 199000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.

UniWine™ AS 20010 - with assembly clip
Catalog number 14995 - (any of below 6 digits)

1.6 001900 002400

2'3 003000 003500

3'5 005000

Bundled
<(30i)| length § 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20010 117.50 1.00 9.50 0.40

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 1510 1.00 99000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniWine™ AS 20012
Catalog number 14980 - (any of below 6 digits)

1.6 002920

Bundled
((:oi)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20012 17 50

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 1510 1.00 | | 99000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniWine™ AS 20012 - with assembly clip
Catalog number 14980 - (any of below 6 digits)

1.0 001400 001500 ;001600 ;001700 001950 : 002000
1.6 002200 002300 : 002400 : 002450 002550 002800 : 002900
23] 003200 003480 003600 003990
8.5 005700 005900 006400 : 006500
Bundled

(Cr?:)l length { 200 200 200 200 200 200 200 200 200 200 200 200 200 200

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

9.90

20012 117.50 20 0.40

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 15t01.00 A A 66000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniGray™
CNL & HCNL

Integral pressure-compensated, continuously
self-flushing, anti-siphon & anti-drain
mechanism dripper, dripline colored light
gray for protected crops applications

— 16010-16012-17012-20010-20012

06000

20

Pressure- Anti-Drain Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—>  Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

—>  Anti-Drain (CNL) Eliminates drainage and refill effect, and improves efficiency in pulse irrigation even in steep
mechanism topography.

—>  Continuously , , , . . .
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

—>  Wide filtration Makes UniGray™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

—>  Physical ‘ ‘ . o ‘ ‘
root barrier Better protection against root intrusion without reliance on chemicals.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

—>  Colored Light gray on the outer surface, makes it absorb less energy and utilize most of the radiation
coded in the greenhouse.

/ Specifications

@ Pressure-compensated range: according to the product model, 1.0-4.0 for the CNL model and 1.5-4.0 for the HCNL.
Anti-Siphon and Anti-Drain mechanism.

@ Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.
Weldable into thick wall driplines (1.00, 1.20 mm).
Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

UniGray™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.
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—> DRIPPERS TECHNICAL DATA - CNL MODEL

0.70 1.0-4.0 0.70x 0.65x 40 110 0.70 0 130/120 0.14
1.00 1.0-4.0 0.83x0.74 x 40 130 1.00 0 130/120 0.14
1.60 1.0-40 1.07x0.79 x 40 130 1.60 0 130/120 0.14
2.30 1.0-40 1.26 x 0.95 x 40 130 2.30 0 130/120 0.14
3.50 1.0-4.0 1.59x1.10 x 40 150 3.50 0 130/120 0.14

* Within working pressure range

—> DRIPPERS TECHNICAL DATA - HCNL MODEL

0.85 1.5-4.0 0.70x 0.65 x 40 110 0.85 0 130/120 0.25
1.25 1.5-40 0.83x0.74 x 40 130 1.25 0 130/120 0.25
2.00 1.5-40 1.07 x0.79 x 40 130 2.00 0 130/120 0.25
2.90 1.5-4.0 1.26 x 0.95 x 40 130 2.90 0 130/120 0.25
4.40 1.5-4.0 1.59x1.10 x 40 150 4.40 0 130/120 0.25

* Within working pressure range

UniGray™ CNL 16010
Catalog number 13980 - (any of bellow 6 digits)

0.7

1.0 000002 000950

1.6 000001 002030

23 003490 006200 006210 006100

3.9 007500

Bundled
?Oi)l length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 1420 ‘1620

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 z 10.15101.00 165000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniGray™ CNL 16012
Catalog number 13885 - (any of bellow 6 digits)

1.0 000001

23 003000 003100 :003120 : 003150 003190

Bundled
%oi)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16012 1420

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1510 1.00 | | 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniGray™ CNL 17012
Catalog number 14130 - (any of bellow 6 digits)

23 003500

3.5 004000 004015

Bundled
E:oi)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

17012 ‘1460

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 15t01.00 A A 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniGray™ CNL 20010
Catalog number 13385 - (any of bellow 6 digits)

3.5 004000

Bundled
?oi)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20010 7.50 19.50 3.5 0.40

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 A 10.15101.00 A A 99000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniGray™ CNL 20012
Catalog number 14440 - (any of bellow 6 digits)

23 003100

Bundled
E:oi)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 11750 119.90 40 52 1040

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 0 15t0 1.00 | | 99000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniGray™ HCNL 16010
Catalog number 13985 - (any of bellow 6 digits)

4.40 006000 006050 006070

Bundled
?Oi)l length i 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 1420

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 15101.00 A A 165000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniGray™ HCNL 16012
Catalog number 13995 - (any of bellow 6 digits)

2.00 003980 004000 : 004040 004050 004080

4.40 007000

Bundled
((30i)| length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 11420 1120

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1510 1.00 | | 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniGray™ CNL 17012
Catalog number 14135 - (any of bellow 6 digits)

0.85

1.25

2.00 002500

290

4.40 005000

Bundled
coil length : 400 400 400 400 400 400 400 400 400 400 400 400 400 400

(m)

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

17012 114,60 11.20 117.00

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 1120 400 1015t01.00 352 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniWhite™
CNL & HCNL

Integral pressure-compensated, continuously
self-flushing, anti-siphon & anti-drain
mechanism dripper, dripline colored
white for protected crops applications

— 16010-16012-17012-20010-20012

Pressure- Anti-Drain Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—>  Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

—>  Anti-Drain (CNL) Eliminates drainage and refill effect, and improves efficiency in pulse irrigation even in steep
mechanism topography.

—>  Continuously , , . . : .
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

—>  Wide filtration Makes UniWhite™ highly resistant to clogging with poor quality water, thus increasing filtration
area efficiency.

—>  Physical ‘ ‘ o : :
root barrier Better protection against root intrusion without reliance on chemicals.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency.

—>  Colored White on the outer surface, makes it absorb less energy and utilize most of the radiation
coded in the greenhouse.

/Speoiﬂcations

@ Pressure-compensated range: according to the product model, 1.0-4.0 for the CNL model and 1.5-4.0 for the HCNL.
Anti-Siphon and Anti-Drain mechanism.

@ Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

Double TurboNet™ labyrinth with large water passage.

Weldable into thick wall driplines (1.00, 1.20 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

UniWhite™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.
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—> DRIPPERS TECHNICAL DATA - CNL MODEL

0.70 1.0-4.0 0.70x 0.65x 40 110 0.70 0 130/120 0.14
1.00 1.0-4.0 0.83x0.74 x 40 130 1.00 0 130/120 0.14
1.60 1.0-40 1.07x0.79 x 40 130 1.60 0 130/120 0.14
2.30 1.0-40 1.26 x 0.95 x 40 130 2.30 0 130/120 0.14
3.50 1.0-4.0 1.59x1.10 x 40 150 3.50 0 130/120 0.14

* Within working pressure range

—> DRIPPERS TECHNICAL DATA - HCNL MODEL

0.85 1.5-4.0 0.70x 0.65 x 40 110 0.85 0 130/120 0.25
1.25 1.5-40 0.83x0.74 x 40 130 1.25 0 130/120 0.25
2.00 1.5-40 1.07 x0.79 x 40 130 2.00 0 130/120 0.25
2.90 1.5-4.0 1.26 x 0.95 x 40 130 2.90 0 130/120 0.25
4.40 1.5-4.0 1.59x1.10 x 40 150 4.40 0 130/120 0.25

* Within working pressure range

UniWhite™ CNL 16010
Catalog number 18403 - (any of bellow 6 digits)

0.7

1.0

1.6

23 000014 000008 :000013 000006 000001 000007

315 000011

Bundled
<(:oi)| length § 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16010 1420 ‘1620

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 0.15to0 1.00 : 165000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniWhite™ CNL 16012
Catalog number 18404 - (any of bellow 6 digits)

23 000001 000003

Bundled
%oi)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16012 1420

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1510 1.00 | | 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniWhite™ CNL 17012
Catalog number 18405 - (any of bellow 6 digits)

23 000001

3.5 000002

Bundled
E:oi)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

7.00

17012 114.60 20

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 15t01.00 A A 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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UniWhite™ CNL 20010
Catalog number 18406 - (any of bellow 6 digits)

23 000001

Bundled
?oi)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20010 117.50 11.00 119.50 5 46 1040

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 1.00 300 0 15101.00 174 330 199000

* Calculated weight average. For further detalls see "Average Coil We|ght Disclaimer”.

UniWhite™ CNL 20012
Catalog number 18407 - (any of bellow 6 digits)

0.7

1.0

1.6

23

89 000001

Bundled
E:oi)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 ‘I7 50 1990

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 0 15t0 1.00 99000

* Calculated weight average. For further details see "Average Coil Welght Disclaimer”.
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UniWhite™ HCNL 16010
Catalog number 18408 - (any of bellow 6 digits)

2.00 000004 000003

4.40 000002 : 000005 000001

Bundled
coil length i 500 500 500 500 500 500 500 500 500 500 500 500 500 500

(m)

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 1420

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 15101.00 A A 165000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniWhite™ HCNL 16012
Catalog number 18409 - (any of bellow 6 digits)

2.00 000001 000005 : 000006 000004 000008 i 000009

2.90 000017

Bundled
coil length § 400 400 400 400 400 400 400 400 400 400 400 400 400 400

(m)

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 ‘1420

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1510 1.00 | | 140800

* Calculated weight average. For further details see "Average Coll Weight Disclaimer”.
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UniWhite™ HCNL 17012
Catalog number 18410 - (any of bellow 6 digits)

1.25

2.00

2.90

4.40 000001 000002 000005 000004

Bundled
E:oi)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

17012 1460

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

17012 151t01.00 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

UniWhite™ HCNL 20012
Catalog number 18411 - (any of bellow 6 digits)

0.85

1.25

2.00 000001 000002

2.90

4.40

Bundled
<(:oi)| length § 300 300 300 300 300 300 300 300 300 300 300 300 300 300
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 117.50 1.20 9.90

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 1510 1.00 99000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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DripNet PC™
TWD & MWD

Compact integral pressure-compensated,
continuously self-flushing
mechanism dripper

—> 12125-12150-12200-12250-16125- 16150 - 16200
16250-22135-22150- 22250-25135-25150-25250 !

06000

Pressure- Drainage Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—> Drainage The dripper integrates a drainage mechanism that drains water from the pipe at the end of the
mechanism irrigation cycle, to allow easier recoiling of the dripline at the end of the crop cycle.

—>  Continuously , A A , A A
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

—>  Wide filtration Makes DripNet PC™ highly resistant to clogging with poor quality water, thus increasing
area filtration efficiency.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency. The water is drawn

into the dripper from the stream center, preventing the entrance of sediments into the drippers.

pecifications

Pressure-compensated range: 0.25/0.40/ 0.60-2.5/ 3.0/ 3.5 bar (according to flow rate model & driplines wall-thickness).
Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

~—
@))

TurboNet™ labyrinth with large water passage.

Weldable into thin and medium wall driplines (0.31, 0.34, 0.38, 0.50, 0.63 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

DripNet PC™ driplines meet ISO 9261 Standards with Israel Standard Institute (SII)-certified production.

— DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION | CONSTANT  EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR)  (MM) (MM2) K X (MICRON)/(MESH)
0.4 025-25 0.46 x 0.52 x 26 29 0.4 0 130/120

06 025-25 0.52 X 0.60 x 22 39 06 0 130/120

1.0 0.40-3.0 061x060x8 39 1.0 0 130/120

16 0.40-3.0 076x0.73x8 39 16 0 200/80

2.0 040-35 084x080x8 39 2.0 0 200/80

3.0 040-35 1.02x0.88x8 39 3.0 0 200/80

38 060-35 1.02x0.88x8 39 38 0 200/80

* Within working pressure range
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DripNet PC™ 12125

Catalog number 17200 - (any of below 6 digits)

000050 000070 000090
0.6 001010 001390 001405 001450
1.0 002850 003060 003220 003460 000001
1.6 005242
2.0 006500
3.0
38
Carton
E:[%l)l length { 1000 1100 1100 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12125

1180

1242

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

12125

0.31

0.15t0 0.19 1000 17.5
0.20t0 0.25 1100 16.3
0.30to 1.00 1200 15.6

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ 12150
Catalog number 17220 - (any of below 6 digits)

480

480000

528000

576000

000370 000390
0.6 001190 007410 001450
1.0 003095 003150 ;003225 003430 003470
1.6 005210 005390 : 005530
2.0 006440 006500
3.0 007700
3.8
Carton
E:r(T)]I)I length : 800 900 900 900 900 900 900 900 900 900 900 900 900 900

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

12150

1180

1256

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

12150

0.38

0.15t0 0.19 14.8
0.20t0 0.35 900 14.5
0.40to 1.00 900 14.0

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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480

384000

432000

432000
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DripNet PC™ 12200
Catalog number 17240 - (any of below 6 digits)

0.6 001230 001430
1.0 003240 003430
1.6 005230 005385
2.0 007010
3.0
3.8 008010

Carton
E:oi)l length : 750 850 850 850 850 850 850 850 850 850 850 850 850 850
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

12200 1'I 80 1280

*Maximum working pressure is defined by the drlpper and not by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

' 0.15100.19 171 ' 360000
12200 0.50 02010035 850 17.4 12 480 408000
s 0.40101.00 850 16.9 408000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ 12250
Catalog number 17260 - (any of below 6 digits)

000002
0.6 001210 001450 :001530 ;001630
1.0 003030 003230 003450 :003550 ;003630 003850
1.6 005030 005320 005440 :005510 ;005630 005750 006050
2.0 006200 006460 006770 006800 007050
3.0 008050 008150 008750
3.8 009810 010050 010450
Carton
<(3r$]|)l length : 650 700 700 800 800 800 800 800 800 800 800 800 800 800

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

12250 11 80 13 06

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

' 0.15100.19 195 ' 312000
12250 0.63 02010025 700 20.4 12 480 336000
0.30101.00 800 19.1 384000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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DripNet PC™ 16125

Catalog number 17600 - (any of below 6 digits)

0.6 001935 008228 008305 :008410 ;008480

1.0 000001 009870 070055 :010185 :010260 010455 ;010705 010730

1.6 011980 012085 (012115 :012260 ;012510 ;012560

2.0 013910 :013936 ;014010 014150

3.0

3.8

Carton

E:rcT)]i)Ilength 1000 1150 1150 1150 1150 1300 1300 1300 1300 1300 1300 1300 1300 1300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16125 1620 1682

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

16125

1031

0.15t00.19 1000 20.3
0.20t0 0.35 1150 21.3
0.40t0 1.00 1300 227

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ 16150
Catalog number 17620 - (any of below 6 digits)

12

480

480000

552000

624000

007290 007320
0.6 007650 (007795 ;007830 ;007895 :007940 :008010 :008210 : 000002
1.0 009890 010125 :010060 ;010220 ;010340 :010435 070450 :010705 :010717 (010727 ;010737
1.6 012710 012860 013110 :013330 ;013530 ;013546 ;013557 :013600 ;013622 :013854 :013858
2.0 000003 013887 :013896 :000006 :013960 : 013980 014110 :014116 :014121 ;014126
3.0 015110 :015310 016160 016171 016181 016186 016191
3.8 018160
Carton
E:r%l)l length : 950 1100 1100 1100 1100 1200 1200 1200 1200 1200 1200 1200 1200 1200

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

1696

16150

1620

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

16150

0.38

0.15t00.19 233
0.20t0 0.35 1100 242
0.40t0 1.00 1200 25.6

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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480
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DripNet PC™ 16200

Catalog number 17630 - (any of below 6 digits)

0.4 000150

0.6 001600 001700 001900 001920 :002100

1.0 004090 004120 004200 004350

1.6 005670 005750 005860

2.0 007050 007070 007090

3.0

38

Carton

%r%l)l length : 750 800 800 800 800 850 850 850 850 850 850 850 850 850

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16200

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

16200

1050

0.15t00.19 750 19.9
0.20t0 0.35 800 19.6
0.40to 1.00 850 19.1

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ 16250
Catalog number 17640 - (any of below 6 digits)

12

480

133

360000

384000

408000

0.4

0.6 001360 001430 :001500 ;002000 002100 002200

1.0 003850 (004020 :004240 ;004260 :004460 :004640 :004820 :004870 :005050 :005080 :005090 : 005150 :005250
1.6 006550 ;006750 ;006850 ;007100 :007140 ;007252 :007355 :007450 :007550 :007900 : 008055 :008150 :008200 : 008300
2.0 008570 :008610 :008617 ;008630 :008700 :008740 : 008790 009230
3.0 009900 ;010270 :010300 ;010320 ;010400 :010500 ;010650 :010670 :010740 : 010850 : 010900 012100
38 013275 :013285 ;013295 013500 013600 013700 :013702 013900
Carton

((:r$1|)| length : 750 800 800 800 800 800 800 800 800 800 800 800 800 800

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16250

11550

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

16250

1063

0.15t00.19 750 26.5
0.20t0 0.35 800 26.9
0.40to 1.00 800 26.1

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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480

3.6

360000

384000

384000
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DripNet PC™ 22135
Catalog number 17740 - (any of below 6 digits)

002160 008210 008420
1.0 008600 008650
1.6 010940 011010
2.0 013020
3.0
3.8
Carton
E:rt%l)l length i 800 850 850 850 850 950 950 950 950 950 950 950 950 950

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22135 22 20 22 88

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

0.15t00.19 235 ' 384000
22135 0.34 02010035 850 229 12 480 408000
s 04010 1.00 950 245 456000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ 22150
Catalog number 17760 - (any of below 6 digits)

008290 001710
1.0 010130 010150
1.6 011900 012010
2.0
3.0 014500
3.8
Carton
E:r%i)llength 700 800 800 800 800 850 850 850 850 850 850 850 850 850

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22150 22 20 22 96

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

' 0.15t00.19 226 ' 336000
22150 0.38 02010035 800 238 12 480 384000
s 04010 1.00 850 24.4 408000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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DripNet PC™ 22250
Catalog number 17780 - (any of below 6 digits)

0.6 001100 ;001240 001365 001600

1.0 002600 002800 :003000 ;003130 003750
1.6 004100 004300 004500 ;000001 004850

2.0

3.0 006500

38

Carton

Er%l)l length : 450 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22250

12220

10,63

23.46

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

1018

22250

1063

0.15t00.19 450 26.6
0.20t0 0.35 500 28.0
0.40to 1.00 500 27.4

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ 25135
Catalog number 17810 - (any of below 6 digits)

480

216000

240000

240000

001800

002000

003800

004000

Carton
coil length
(m)

650

800

800 800

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25135

12500

1034

800

800

800

25.68

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

800

800

800

800

800

800 800

10,04

25135

1034

0.15t00.19 650 19.3
0.20t0 0.35 800 20.0
0.40to 1.00 800 20.9

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

[e))

4
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480

312000

384000

384000

Drippers 2020 V1.0



DripNet PC™ 25150

Catalog number 17820 - (any of below 6 digits)

001550

001750

Carton
coil length
(m)

550

700

700 700

Missing catalog numbers available upon request.

700

700

700

700

700

700

700

700

700 700

—> DRIPLINES TECHNICAL DATA

25150 12500 038 12576 14 16 0,04

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

0.15t00.19 550 19.4 : 264000
25150  0.38 0.20100.35 700 20.0 12 480 336000
04010 1.00 700 222 s 336000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ 25250

Catalog number 17840 - (any of below 6 digits)

001600

002800

003000

004800

005000

Carton
coil length
(m)

450 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25250 120 123 10,04

£25.00 10,63

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

: 0.15t0 0.19 450 24.4 216000
25250 0.63 0.20t0 0.35 500 26.2 12 480 240000
0.40 to 1.00 500 254 240000
* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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DripNet PC™ AS
TWD & MWD

Compact integral pressure-compensated,
continuously self-flushing, anti-siphon
mechanism dripper for semi permanent
applications

—> 12125-12150-12200-12250-16125- 16150 - 16200
16250-22135-22150- 22250-25135-25150-25250

06000

Pressure- Anti-Siphon Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—>  Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

Continuousl . , A . : .
= y Flushes debris, throughout operation, while ensuring constant dripper operation.

self-flushing
—>  Wide filtration Makes DripNet PC™ highly resistant to clogging with poor quality water,
area thus increasing filtration efficiency.
—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency. The water is drawn into

the dripper from the stream center, preventing the entrance of sediments into the drippers.

/ Specifications

@ Pressure-compensated range: 0.25/ 0.40/ 0.60-2.5/ 3.0/ 3.5 bar (according to flow rate model & driplines wall-thickness).
@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurboNet™ labyrinth with large water passage.

Weldable into thin and medium wall driplines (0.31, 0.34, 0.38, 0.50, 0.63 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

DripNet PC™ driplines meet ISO 9261 Standards with Israel Standard Institute (SII)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION  : CONSTANT | EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR) (MM) (MM?) K X (MICRON)/(MESH)
06 0.25-2.5 0.52 X 0.60 x 22 42 06 0 130/120

1.0 0.40-3.0 0.61x0.60x8 42 1.0 0 130/120

16 0.40-3.0 076x073x8 42 16 0 200/80

20 0.40-35 0.84x0.80x8 42 20 0 200/80

30 0.40-35 1.02x088x8 42 30 0 200/80

38 060-35 1.02x0.88x8 42 38 0 200/80

* Within working pressure range
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DripNet PC™ AS 12125
Catalog number 17210 - (any of below 6 digits)

0.6

001311

001370

001470

1.0

002470

002570

1.6

003470

003570

2.0

3.0

3.8

Carton
coil length
(m)

900

1000

1000 1000

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12125

11180

1000

1000

1000

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

12125

031

1000

0.15t0 0.19 900 143
0.20t0 0.35 1000 13.6
0.40to 1.00 1000 13.0

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ AS 12150
Catalog number 17225 - (any of below 6 digits)

12

1000

25

1000

480

1000

29

1000

1000 1000

135

432000

480000

480000

0.6 001300 001370 001470 : 000001

1.0 002470 002570

1.6 003470 003570

2.0 004610

3.0

3.8

Carton

(Cnc')wl)l length : 600 700 700 700 700 700 700 700 700 700 700 700 700 700

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12150

£11.80

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

3.0

3.5

2135

12150

1038

0.15t0 0.19 600 111
0.20t0 0.35 700 11.3
0.40to 1.00 700 10.9

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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480

288000

336000

336000

67



DripNet PC™ AS 12200
Catalog number 17245 - (any of below 6 digits)

0.6

001370

001470

1.0

002470

002570

1.6

003470

003570

20

3.0

3.8

Carton
coil length
(m)

650

750

750 750

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12200

11180

750

850

850

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

850

850

850

850

139

850

850 850

s 0.15100.19 650 149 s 312000
12200 0.50 02010035 750 154 12 480 360000
0.40101.00 850 17.4 408000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ AS 12250
Catalog number 17270 - (any of below 6 digits)

0.6

001400

001520

001630

1.0

002820

002920

003030

1.6

000001

004100

004220

004350

005100

2.0

3.0

3.8

Carton
coil length
(m)

600

700

700

700

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12250

700

800

800

800

800

800

800

800

800 800

S5

11180 139

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

015100.19 600 167 : 288000
12250 0,63 02010035 700 17.8 12 480 336000
° 04010 1.00 800 19.9 ° 384000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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DripNet PC™ AS 16125

Catalog number 17610 - (any of below 6 digits)

000001 000470 000510
1.0 001579 001671 001915
1.6 003530 003620 003720
2.0
3.0
3.8
Carton
?r?]i)l length : 1000 1150 1150 1150 1150 1300 1300 1300 1300 1300 1300 1300 1300 1300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16125

‘1620

‘1682

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

16125

0.31

0.15t00.19 1000 20.3
0.20t0 0.35 1150 21.3
0.40t0 1.00 1300 22.7

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

480

480000

552000

624000

DripNet PC™ AS 16150
Catalog number 17615 - (any of below 6 digits)

000470 :000495 000580 000634 : 000672 000697
1.0 001370 :001470 (001482 (001600 :001580 :001825 002015 :002120 :002210 :002360 000003
1.6 000017 004320 004380 (004520 004645 004820 :004920 ;005020 005120 005130
2.0 007170 007360 007451 007625
3.0 007460
38
Carton
((:r%l)l length : 900 1000 1000 1000 1000 1200 1200 1200 1200 1200 1200 1200 1200 1200

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16150 1620 1696

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

' 0.15100.19 21.2 ' 432000
16150 0.38 02010 0.35 1000 21.1 12 480 480000
s 04010 1.00 1200 256 s 576000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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DripNet PC™ AS 16200
Catalog number 17635 - (any of below 6 digits)

0.6

001110

1.0

002400

002600

1.6

000003

000002

000005

004550

2.0

000004

3.0

3.8

Carton
coil length
(m)

750

800

800

800

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16200

1550

800

850

11650

850

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

850

850

850

850

850

850

850

&)
=}
&)
@
w
o

5

16200

1050

0.15t00.19 750 19.9
0.20t0 0.35 800 19.6
0.40to 1.00 850 191

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ AS 16250

Catalog number 17645 - (any of below 6 digits)

12

480

360000

384000

408000

0.6 001300 001400 :001500 ;001600 :001605 ;001607

1.0 002490 002535 ;002540 002600 :002650 :002800 :003100 :003200 :003250 : 003280 003320

1.6 000020 : 004400 004600 004800 :005000 ;005100 ;005200 :005300 :005400 : 000005

2.0 005990 000015 006050 006060 ;006100 ;006250 006260 :006352 :006365 ;000004 000003
3.0 007400 007600 :007620 :007642 :007700

3.8 000022 :009000 :009100

Carton

(cr%l)l length : 700 800 800 800 800 800 800 800 800 800 800 800 800 800

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16250

115,50

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

16250

1063

0.15t0 0.19 700 26.5
0.20t0 0.35 800 26.9
0.40to 1.00 800 26.1

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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DripNet PC™ AS 22135
Catalog number 17745 - (any of below 6 digits)

001200 001310
1.0 002550 (002750 ;002850
1.6 004650 004950
2.0 006300
3.0
3.8
Carton
E:r(%i)llength 750 800 800 800 800 950 950 950 950 950 950 950 950 950

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22135 22 20 22 88

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

0.15t00.19 221 ' 360000
22135 0.34 02010035 800 216 12 480 384000
s 04010 1.00 950 245 456000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ AS 22150
Catalog number 17770 - (any of below 6 digits)

001470 :001600 001850 :002050 ;002070
1.0 003740 003755 :003850 :004020 :004150
1.6 004950 005070 :005170 ;005250
2.0 006170
3.0
3.8
Carton
E:r%i)llength 650 750 750 750 750 850 850 850 850 850 850 850 850 850

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22150 22 20 22 96

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

' 0.15t00.19 ' 312000
22150 0.38 02010035 750 224 12 480 360000
s 04010 1.00 850 24.4 408000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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DripNet PC™ AS 22250
Catalog number 17790 - (any of below 6 digits)

0.6 001700 001800 : 002000

1.0 000015 003650 003800 004000 :004040

1.6 000017 004870 004950 005050 :000004 :000016 :000005 ;000006

2.0 005950 : 006050 :000007 ;000014 :000008 :000009

3.0 000010 :000011 000012 000013

3.8

Carton

(Cr%I)l length ; 450 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22250

12220

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

22250

1063

0.15t00.19 450 26.6
0.20t0 0.35 500 28.0
0.40to 1.00 500 27.4

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ AS 25135

Catalog number 17815 - (any of below 6 digits)

0.6

001500

001600

12

480

29

216000

240000

240000

1.0

002600

1.6

2.0

3.0

3.8

Carton
coil length
(m)

550

700

700 700

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25135

12500

700

700

12568

700

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

700

700

700

700

700

700 700

25135

1034

0.15t0 0.19 550 16.7
0.20t0 0.35 700 19.6
0.40to 1.00 700 19.2

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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DripNet PC™ AS 25150
Catalog number 17819 - (any of below 6 digits)

1.0
1.6
20
3.0
38

Carton
coil length : 450 600 600 600 600 600 600 600 600 600 600 600 600 600

(m)

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25150 25 00 25 76

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

0.15t00.19 15.0 ' 216000
25150 0.38 02010035 600 187 12 480 288000
° 04010 1.00 600 183 288000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

DripNet PC™ AS 25250
Catalog number 17850 - (any of below 6 digits)

001800

1.0 002500 002700 002850

1.6
20
3.0
38

Carton
coil length : 450 500 500 500 500 500 500 500 500 500 500 500 500 500

(m)

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25250 25 00 26 26

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

' 0.15t00.19 20.9 ' 216000
25250 0.63 02010035 500 25.0 12 480 240000
s 04010 1.00 500 247 240000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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DripNet PC™ HWD

Compact integral pressure-compensated,
continuously self-flushing mechanism
dripper for permanent applications

— 12009-12010-16009-16010-16012-20010
20012-23009

Pressure- Drainage Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

Drainage The dripper integrates a drainage mechanism that drains water from the pipe at the end of the
mechanism irrigation cycle, to allow easier recoiling of the dripline at the end of the crop cycle.

Continuousl! _ _ _ . . _
y Flushes debris, throughout operation, while ensuring constant dripper operation.

b L J

self-flushing

Wide filtration Makes DripNet PC™ highly resistant to clogging with poor quality water, thus increasing
area filtration efficiency.

TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency. The water is drawn

into the dripper from the stream center, preventing the entrance of sediments into the drippers.

/Speoiﬂcations

@ Pressure-compensated range: 0.25/ 0.40/ 0.60-2.5/ 3.0/ 3.5 bar (according to flow rate model & driplines wall-thickness).

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurboNet™ labyrinth with large water passage.

Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

DripNet PC™ driplines meet ISO 9261 Standards with Israel Standard Institute (SII)-certified production.

— DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION ~ : CONSTANT  EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR)  (MM) (MM2) K X (MICRON)/(MESH)
04 0.25-25 0.46 x 0.52 x 26 29 04 0 130/120

06 025-25 0.52 X 0.60 x 22 39 06 0 130/120

1.0 0.40-3.0 061x060x8 39 1.0 0 130/120

16 0.40-3.0 076x073x8 39 16 0 200/80

2.0 040-35 084x080x8 39 2.0 0 200/80

3.0 040-35 1.02x0.88x8 39 3.0 0 200/80

338 060-3.5 1.02x0.88x8 39 338 0 200/80

* Within working pressure range

74 DRIPNET PC™ HWD Drippers 2020 V1.0



DripNet PC™ 12009
Catalog number 17171 - (any of below 6 digits)

0.6
1.0 000100
1.6 000200
2.0
3.0
3.8

Bundled
((3oi)l length § 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12009 110.60 112,40 2. 5/3.0/3.5%

*The maximum working pressure is defined by the dripper or by the dripline wall thickness

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

12009 O 15t0 1.00 : ‘168 5 : ‘192000

* Calculated Welght average. For further details see "Average Coil Welght Disclaimer”.

DripNet PC™ 12010
Catalog number 17173 - (any of below 6 digits)

0.6
1.0 000100
1.6 000200
2.0
3.0
3.8

Bundled
?oi)l length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

12010 1060 ' 1260 25/30/3 5*

*The maximum Worklng pressure is defined by the dripper or by the dnpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

12010 015to’l 00 192000

* Calculated welght average. For further details see "Average Coil Welght Disclaimer”.
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DripNet PC™ 16009
Catalog number 17650 - (any of below 6 digits)

04 000100

0.6 002325 002340 002890 :003210 ;003300 003500

1.0 000014 :004160 ;004250 ;004560 ;004580 :004760 :004920 : 005155 005450 :005650 ;005800 ;006010
1.6 006250 006470 ;006660 006860 007060 007230 007239 007250 007550 ;007760 :007950 : 008130
2.0 008350 ;008360 :008401 008405 :008470 :008510 :008610 :008650 :008700 :008800 :008910 :000015 :009100
3.0 070050 070260 :010460 ;010650 ;010750 ;011050 ;011400 011550 ;011750 ;012000
3.8 013100 073300 :013500 013600 ;013650 ;013700 ;013800 :013900 : 013970 :014100
Bundled

(()r%i)l length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16009 11420 90 £16.00 5/3.0/3.5% 139 72

*The maximum working pressure is defined by the dripper or by the dripline wall thickness

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 10,90 10.15t01.00 1500 1185 1330 165000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ 16010
Catalog number 17665 - (any of below 6 digits)

0.4 000014 000020 000019
0.6 000250 000370 :000390 :000547 :000600 :000620 :000700 :000750 000790 000800 : 000900 000950
1.0 001060 :001160 :001450 001625 000005 :001820 :001875 :002060 :002125 002160 :002200 :002600 :002800 :003050
1.6 005820 : 006025 ;006075 ;006270 ;006280 ;006470 ;006620 ;006860 ;006890 : 007000 ;007210 : 007460 ;007550 : 007830
2.0 008430 008460 008530 : 005833 :008550 : 008600 :009592 : 009587 :008570 : 009594 :009595 009596 :009597
3.0 009620 : 009635 009685 ;009690 : 009790 ;009940 ;010120 ;010160 ;010250 ;010530 ;010720 ;010800 ;011120
3.8 012300 012350 ;012400 ;000016 012560 012600 012700 :012735 (012750 :012800 :012830 : 012860 ;013000
Bundled

?r?’ni)l length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 11420 00 11620 5/3.0/3.5% 46 72

*The maximum working pressure is defined by the dripper or by the dripline wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 11.00 10.15101.00 500 1204 1330 . 165000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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DripNet PC™ 16012
Catalog number 17668 - (any of below 6 digits)

000005
0.6 001400
1.0 002400 :002500 ;002600 000007 : 002630 000010
1.6 003720 003755 :003760 ;004000 ;004100
2.0 005700 005710 005900 ;006000 ;006100 006300 006600
3.0 008100 008500
3.8 000001 008900 000002 009000 :009100 009300 009600
Bundled
E:r(r)rl)l length | 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 ‘1420 1660 25/3 0/3.5%

*The maximum worklng pressure is defined by the dripper not by the drlpllne wall thickness

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 [0.15101.00 : : : 140800

* Calculated werght average. For further details see "Average Coil Werght Disclaimer”.

DripNet PC™ 20010
Catalog number 17690 - (any of below 6 digits)

000100

0.6 001000 001100 :001150 001380 001800
1.0 001930 :001950 :002120 002210 :002320 :002500 :002650 002830 (002900 :003030 :003130
1.6 003650 003920 003925 004050 ;004320 ;004520 004700 : 004920 004950 ;005000
2.0 005200 005220 :005230 005280 :005330 005400 :005490 :005494 :005495 ;005497 005620 005650 : 005700
3.0 005780 ;005800 ;005900 ;005950 ;006100 ;006250 ;006620 : 006680 006800 : 007050 ;008050 ;009050
3.8 011850 :011900 (011970 :012100 012200 012300 ;012400 :012410 :012760 012850 :012970 013100 ;013450
Bundled

(cigl)l length { 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20010 17 50 19 50 2 5/3.0/3.5%

*The maximum worklng pressure is defined by the dripper or by the drlpllne wall thickness

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 [0.15101.00 : : : 99000

* Calculated werght average. For further details see "Average Coil Werght Disclaimer”.
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DripNet PC™ 20012
Catalog number 17725 - (any of below 6 digits)

0.6 007000 001120

1.0 001990 ;002050 ;002150 002220 002240

1.6 003690 003700 003900 : 004000 ;004060 000004 000001
2.0 000007 005300 005400 :005500 ;005550 000006 005570 005600
3.0 000008 007490 007900
3.8 000010 000009 000003 : 009000 ;009100 009300 : 009400 009600
Bundled

(()r%i)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 17 50 1990 .5/3.0/3.5%

* The maximum worklng pressure is defined by the dripper not by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 0.15101.00 : : : 99000

* Calculated werght average. For further details see “Average Coil Werght Disclaimer”.

DripNet PC™ 23009
Catalog number 17700 - (any of below 6 digits)

0.6 001150 001450 001550 001750 001950
1.0 002900 003450

1.6 004950 005750

2.0 007010 : 007030

3.0 007400 007700 008500
3.8

Carton

?rcr)'ni)l length : 350 350 350 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

23009 20 80 22 60 .5/3.0%

*The maximum worklng pressure is defined by the dripper or by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

A015t0025 225 68000

23009 1090 f :
1030101.00 400 1250 £192000

* Calculated welght average. For further details see "Average Coil Welght Disclaimer”.
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DripNet PC™AS
HWD

Compact integral pressure-compensated,
continuously self-flushing, anti-siphon
mechanism dripper

—> 12009-12010-16009-16010-16012-20010
20012 -23009

06000

Pressure- Anti-Siphon Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—>  Anti-Siphon Prevents contaminants from being drawn into the dripper, making it ideal for sub surface
mechanism applications.

—>  Continuously , . . . : .
self-flushing Flushes debris, throughout operation, while ensuring constant dripper operation.

—>  Wide filtration Makes DripNet PC™ highly resistant to clogging with poor quality water, thus increasing
area filtration efficiency.

—>  TurboNet™ Labyrinth ensures wide water passages, to increase flushing efficiency. The water is drawn into

the dripper from the stream center, preventing the entrance of sediments into the drippers.

/Speoiﬂcations

@ Pressure-compensated range: 0.25/ 0.40/ 0.60-2.5/ 3.0/ 3.5 bar (according to flow rate model & driplines wall-thickness).

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurboNet™ labyrinth with large water passage.

Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).

Injected dripper, very low CV with injected silicon diaphragm.

High UV resistant. Resistant to standard nutrients used in agriculture.

DripNet PC™ driplines meet ISO 9261 Standards with Israel Standard Institute (SII)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW WORKING WATER PASSAGES DIMENSIONS ~  FILTRATION  : CONSTANT  EXPONENT* RECOMMENDED
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) RANGE (BAR)  (MM) (MM2) K X (MICRON)/(MESH)
0.6 025-2.5 0.52 % 0.60 x 22 42 0.6 0 130/120

1.0 0.40-3.0 0.61x0.60x8 42 1.0 0 130/120

1.6 0.40-3.0 076x0.73x8 42 1.6 0 200/80

2.0 040-35 0.84x0.80x8 42 2.0 0 200/80

3.0 040-35 1.02x0.88x 8 42 3.0 0 200/80

38 0.60-3.5 1.02% 0.88 x 8 42 3.8 0 200/80

* Within working pressure range
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DripNet PC™ AS 12009
Catalog number 17172 - (any of below 6 digits)

1.0 000100
1.6 000200
2.0
3.0
3.8

Bundled
((:oi)l length § 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12009 £10.60 112.40 2.5/3.0/3.5*

*The maximum working pressure is defined by the dripper or by the dripline wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

12009 0.15to0 1.00 192000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ AS 12010
Catalog number 17174 - (any of below 6 digits)

1.0 000100
1.6 000003 000200
2.0
3.0 000002 000001
3.8

Bundled
(coi)l length { 500 500 500 500 500 500 500 500 500 500 500 500 500 500
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

12010 1060 1260 25/30/3 5%

*The maximum Worklng pressure is defined by the dripper or by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

12010 10.15101.00 : : : 192000

* Calculated we|ght average. For further details see "Average Coil We|ght Disclaimer”.
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DripNet PC™ AS 16009
Catalog number 17655 - (any of below 6 digits)

000890 :000900 ;001100 ;001200 001300 :002000 ;002100 002130 ;002200 ;002300
1.0 002750 :002850 :000002 ;002950 003100 :003400 :003610 ;003650 003730 000008
1.6 002951 :004250 ;004260 ;004300 004400 :004610 004750 004760 :004800 :004860 :004900 : 002960 :004920
2.0 005050 005065 :005100 ;005110 005150 ;005200 ;005250 ;000003 :005400 :005550 :005553 :005551 :005595
3.0 005640 005700 005750 :005800 ;005850 :005860 ;006000 ;006070 ;006100 :000001 ;0067150
3.8 000004 006700 006720 007100 007200 007250
Bundled
(cr%l)l length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16009 ‘I4 20 116.00 .5/3.0/3.5*

*The maximum worklng pressure is defined by the dripper or by the dripline wall thickness

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 1015101.00 : : : 165000

* Calculated welght average. Forfurther details see “Average Coil Welght Disclaimer”.

DripNet PC™ AS 16010
Catalog number 17705 - (any of below 6 digits)

001400 001500 001410 001700 :001800 001850

1.0 002600 :002710 :002730 :002800 002910 : 003000 ;003100 000006 :003300 :003330 : 003340 :003500
1.6 004100 : 004210 004300 : 004330 : 004400 ;004500 :004600 000027 004700 :004800 :004850 :005000
20 000002 : 005690 005700 005820 : 005900 : 006000 000011 :006200 :006250 :006390 :006400
3.0 000004 006790 006800 : 006900 : 007000 007100 :007120 {007300 007500
3.8 000015 008950 : 009000 : 009145 :009150 :009160 : 009170 009200 : 009300 009500
Bundled

E:nc’)ll)l length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 1420 ‘1620 .5/3.0/3.5*

*The maximum worklng pressure is defined by the dripper or by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 O'ISto'I .00 : : : 165000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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DripNet PC™ AS 16012
Catalog number 17669 - (any of below 6 digits)

001000 001030 001040 000005
1.0 002570 002590 002690 : 002710
1.6 004480 004500 004510 : 004520
2.0 005400 : 000006 005520 006000
3.0
3.8 000004 000003 000002 009100 009300 000001
Bundled
E:I'%I)l length | 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 ‘1420 1660 25/3 0/3.5*

*The maximum workmg pressure is defined by the dripper not by the drlpllne wall thickness

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1015101.00 : : : 140800

* Calculated Welght average. For further details see "Average Coll Welght Disclaimer”.

DripNet PC™ AS 20010
Catalog number 17750 - (any of below 6 digits)

000300 000340 000350 000500 000530

1.0 001060 001170 001200 :001300 ;001400 001500 001700
1.6 002290 002650 002900 ;002990 003100 ;003200 ;000006 : 003400
2.0 003800 003900 ;004000 :004010 004040 004050 004070
3.0 000011 005150 005300 ;005400 ;005500 005550 ;000002 : 006000
3.8 007090 007100 ;007200 ;007230 :007300 ;007500 ;007550 000008 007600 000005
Bundled

?r%l)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

20010 17 50 19 50 2 5/3.0/3.5*

*The maximum Worklng pressure is defined by the dripper or by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 O 1510 1.00 : : : 99000

* Calculated weight average. For further details see "Average Coll Weight Disclaimer”.
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DripNet PC™ AS 20012
Catalog number 17728 - (any of below 6 digits)

001900 002000 002100
1.0 003200 003350 003420
1.6 004900 005000 005100 000007 000001
2.0 000005 : 005600 :005670 005680 :005900 ;006000
3.0 006980 007000
3.8 000004 009000 009100 009300 009600
Bundled
(cr%l)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 'I7 50 ’1990 .5/3.0/3.5*

*The maximum worklng pressure is defined by the dripper not by the dr|pI|ne wall thickness

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 10.15101.00 : : : 99000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

DripNet PC™ AS 23009
Catalog number 17800 - (any of below 6 digits)

001200 001300 :001400 ;001500 001700 001900
1.0 002300 002400 002500 ;002565 ;002650 002700 003000
1.6 003200 003250 :003400 003700 003800 ;003880 : 003900
2.0 004400 004500 : 004600 ;004650 004680
3.0 005400 : 005600 006000
3.8
Carton
(cr%l)l length : 350 350 350 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

23009 20 80 22 60 .5/3.0%

*The maximum Worklng pressure is defined by the dripper or by the drlpllne wall thickness

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

01510025 225 : 168000

23009 1090 : z i z
1030101.00 400 250 192000

* Calculated welght average. For further details see “Average Coil Welght Disclaimer”.
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Aries™ HWD

Integral non pressure-compensated,
high clogging resistance dripper,
for multi seasonal applications

—> 12010-16009-16010-16012 -20010 - 20012

High clogging Self-cleaning Wide filtration
resistance labyrinth area

/ Benefits & Features

—> High clogging Even with poor quality water, with self-cleaning labyrinth that flushes debris, throughout

resistance operation.

—>  Wide filtration Ensures optimal performance even under harsh water conditions, preventing the entrance
area of sediments into the drippers.

—>  TurbuNext™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

/ Specifications

@ Maximum system pressure: according to driplines wall thickness.

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurbuNext™ labyrinth with superior performance.

Weldable into thick wall driplines (0.90, 1.00, 1.20 mm).

Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

Aries™ driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

00000

— DRIPPERS TECHNICAL DATA
12010, 16009, 16010, 20010 - 0.9, 1.0 mm wall thickness driplines

FLOW RATE* | MAXIMUM WORKING . WATER PASSAGES DIMENSIONS | FILTRATION  CONSTANT  EXPONENT  RECOMMENDED
PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) (BAR)* (MM) (MM?2) K X (MICRON)/(MESH)
0.55 0.47x 053 % 65 39 0.191 0.46 130/120

080 0.54 % 0.69 x 65 43 0.277 0.46 130/120

100 0.60 x 0.74 x 65 49 0.347 0.46 200/80

150 0.71x0.85x 65 53 0.520 0.46 200/80

200 T 30/35 076 x1.03x 65 54 0693 0.46 200/80

300 0.90 x 1.20 x 65 54 1.040 0.46 200/80

400 094x1.28x 33 54 1.387 0.46 200/80

800 1.52x1.28x 28 50 2773 0.46 200/80

*Flow rate at 1.0 bar pressure **According to driplines wall thickness

16012, 20012 - 1.2 mm wall thickness driplines

FLOW RATE* | MAXIMUM WORKING . WATER PASSAGES DIMENSIONS | FILTRATION  CONSTANT  EXPONENT  RECOMMENDED
PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) (BAR) (MM) (MM?2) K X (MICRON)/(MESH)
0.55 0.47x 0.53 x 65 39 0.191 0.46 130/120

085 0.54 x 0.69 x 65 43 0.295 0.46 130/120

105 0.60 X 074 x 65 49 0.364 0.46 200/80

160 071 x0.85x 65 53 0.554 0.46 200/80

210 0 076 x1.03x 65 54 0728 0.46 200/80

315 0.90x 1.20 x 65 54 1.092 0.46 200/80

420 0.94x128x 33 54 1.455 0.46 200/80

840 1.52%1.28x 28 50 2912 0.46 200/80

*Flow rate at 1.0 bar pressure
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Aries™ HWD 12010
Catalog number 12730 - (any of below 6 digits)

0.55 000900

0.80

1.00 000002 002100 :002200 :002300 002320

1.50 002950 002955 002960 : 000003 :000001

2.00 003000 003350 :003300 :003400 003600 003800
3.00

4.00 005900 005950 : 006000 :006100 006200 006800
8.00

Bundled

((:r‘cr)rl)l length i 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12010 1030 1230

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

12010 : 01510100 185000

* Calculated welght average. For further details see Average Coil Weight Disclaimer”.

Aries™ HWD 16009
Catalog number 12800 - (any of below 6 digits)

0.55 000700

0.80 000034

1.00 001020 :001040 ;001050 001100 :001150 {001200

1.50 001480 001500 001550 : 001600 :001650 001700 001850
2.00 000016 (002550 : 002600 ;002650 :002660 :002700 : 002750 ;002800 000036 : 002850 : 002860 002900
3.00 003150 003200 : 003250 {003300 003350 : 003360 :003385 :003390
4.00 000033 029930 : 030000 ;030020 030100 :030200 ;030300 :030350 ;030400 :030500 :030550 ;030570 ;030700
8.00 032060 : 032070

Bundled

((:I%I)l length : 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16009 14 20 'I 6.00

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16009 : 01510 1.00 165000

* Calculated welght average. For further details see Average Coil Weight Disclaimer”.
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Aries™ HWD 16010
Catalog number 12820 - (any of below 6 digits)

0.55 000600

0.80

1.00 000800 :000950 ;001000 001100 001150 ;001200 001300 :000002 ;001400
1.50 006990 : 006996 ;007000 007100 ;007200 ;007220 007240 007500
2.00 002400 002430 002600 ;002658 :002700 :002730 ;002750 :000018 :002756 :002770 :002800 : 002850 ;002900
3.00 000006 004000 004100 : 004200 004350 004500
4.00 005500 005600 005610 ;005700 ;005800 ;005900 005960 : 006000 :006100 006200
8.00 000007 008000 000001 000008 : 008050

Bundled

E:r?wl)l length | 500 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16010 11420 11620 35 46

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16010 1.00 1500 10.15101.00 1230

165000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

Aries™ HWD 16012
Catalog number 12840 - (any of below 6 digits)

0.55 009000

0.85

1.05 000110 000120

1.60 001500 001560

2.10 002500 002700 002750

3.15

4.20 006250 006500
8.40

Bundled

(c%l)l length { 400 400 400 400 400 400 400 400 400 400 400 400 400 400

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16012 11420 20 116.60 40 52 40

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

16012 1120 10.20t01.00 400 1223 352 140800

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Aries™ HWD 20010
Catalog number 12880 - (any of below 6 digits)

0.55 000600

0.80 001000

1.00 002000 :002050 ;002100 002150 ;002200 ;002250 002300 : 002350

1.50 007430 007460 007480 :007500

2.00 003500 003550 ;003600 003590 :003650 :003700 ;003750 :000005 :003770 :003800 :003900 : 004000 ;004050
3.00 004500 :004550 ;004600 004650 : 004700 ;004750 004800 : 004850 004880
4.00 004900 004950 005000 ;005020 ;005050 ;005100 ;005150 005200 005250 ;005710 005750 ;005950
8.00 000002 :008900 :008910 000003 008960 :008970 008980 009000

Bundled

((:r(rjrl)l length i 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20010 ‘I7 50 19 50

—> DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20010 : 10.15101.00 99000

* Calculated welght average. For further details see Average Coil Weight Disclaimer”.

Aries™ HWD 20012
Catalog number 12890 - (any of below 6 digits)

0.55 000900

0.85

1.05 001400 001650

1.60 002630 002640 002680
2.10 003550 003600 003700 003800 :003900 004050 004070 004200
3.15 004500 : 004520 : 004550 000004 004800 004900
4.20 000001 005000 : 005100 §006000 006020 : 006200 : 006220 006250
8.40 006800 : 006810 :000006 000002 007000
Bundled

?r%l)l length : 300 300 300 300 300 300 300 300 300 300 300 300 300 300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

20012 17 50 19 90

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

20012 : 0.15101.00 99000

* Calculated welght average. For further details see Average Coil Weight Disclaimer”.
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Aries™ MWD

Integral non pressure-compensated,
high clogging resistance dripper,
for multi seasonal applications

—> 12200-12250-16200- 16250 - 16008 - 22250

High clogging Self-cleaning Wide filtration
resistance labyrinth area

/ Benefits & Features

—> High clogging Even with poor quality water, with self-cleaning labyrinth that flushes debris, throughout

resistance operation.

—>  Wide filtration Ensures optimal performance even under harsh water conditions, preventing the entrance
area of sediments into the drippers.

—>  TurbuNext™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

/ Specifications

@ Maximum system pressure: according to driplines wall thickness.

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurbuNext™ labyrinth with superior performance.

Weldable into medium wall driplines (0.50, 0.63, 0.80 mm).

Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

Aries™ driplines meet ISO 9261 Standards with Israel Standard Institute (SlI)-certified production.
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— DRIPPERS TECHNICAL DATA
12200, 12250, 16200, 16250, 22250 - 0.50, 0.63 mm wall thickness driplines

050 0.47 x 0.53 x 65 0.173 0.46 130/120
.‘,0 80 T - e e o
~-1 00 0.60 x 0.74 x 65 49 0.347 0.46 200/80
.‘.1 40 e . e e e
NI ) o/ 2I(0))//3.5

1.90 0.76 x 1.08 x 65 54 0.659 0.46 200/80
285 0.90x 1.20 x 65 54 0.988 0.46 200/80
380 Con e . . e P
800 1.52x1.28x28 50 2.773 0.46 200/80

*Flow rate at 1.0 bar pressure **According to driplines diameter and wall thicknessess

— DRIPPERS TECHNICAL DATA
16008 - 0.8 mm wall thickness driplines

0.55 0.47 x 0.58 x 65 0.191 0.46 130/120
.0 80 0.54 x 0.69 x 65 43 0.277 0.46 130/120
W‘I OO 0.60 x 0.74 x 65 49 0.347 0.46 200/80
1 50 - e . o e o

2.00 0.76 x 1.08 x 65 54 0.693 0.46 200/80

3A00 0.90x1.20 x 65 54 1.040 0.46 200/80

4 OO 0.94x1.28x33 54 1.387 0.46 200/80
8 OO 1.52x1.28x28 50 2773 0.46 200/80

*Flow rate at 1.0 bar pressure

Aries™ MWD 12200
Catalog number 12750 - (any of below 6 digits)

0.50 000100
0.80
1.00
1.40
1.90 003000

2.85 004100 004300
3.80
8.00 007000

Carton
(coi)l length i 800 800 800 900 900 900 900 900 900 900 900 900 900 900
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12200 1180 50 1280 130 139 1040

10.15t00.25 1800 384000

12200 :0.50

10.30101.00 1900 11838 432000
* Calculated welght average. For further details see "Average Coil Welght Disclaimer”.
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Aries™ MWD 12250
Catalog number 12760 - (any of below 6 digits)

0.50 000100
0.80
1.00 001000 001005 001020 001040
1.40 000001
1.90
2.85
3.80
8.00 007000

Carton
?oi)l length : 700 700 700 750 750 750 750 750 750 750 750 750 750 750
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12250 11 80 1306

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

0 15t00.25 : : : 336000

12250 063
1030101.00 1750 1196 480 360000

* Calculated we|ght average. For further details see “Average Coil Welght Disclaimer”.

Aries™ MWD 16200
Catalog number 12930 - (any of below 6 digits)

0.50 009000

0.80

1.00 000020 000050 000070 000003 000140
1.40 000200 000210 :000220 ;000230 000240

1.90 000810 000870 :000002 ;004550 :002700 : 002720 000014 000017

2.85 000001 : 004150 004250 004600 000016

3.80 006150 006200

8.00 070000

Carton

Z:r%l)l length : 850 850 850 900 900 900 900 900 900 900 900 900 900 900

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16200 ‘1550 'I6 50

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

10.15100.25 23 1 £ 408000

16200 :0.50 - i E :
0 30to 1.00 :900 1237 : 480 : 432000

* Calculated welght average. For further details see “Average Coil Welght Disclaimer”.
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Aries™ MWD 16250
Catalog number 12940 - (any of below 6 digits)

0.50 007000

0.80 000100

1.00 000900 ;001020 007052 :001057 :001080 001090 ;000006

1.40 000001 001500 001510 :001520 :001530

1.90 000004 002420 002460 002480 :002605 ;002630 ;002730

2.85 005570 005590 005630

3.80 000007 000002
8.00 009000

Carton

?n%l)l length ; 750 750 750 800 800 800 800 800 800 800 800 800 800 800

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16250 1550 1676

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

0 15t00.25 : 25 4 360000

16250 063 ;
0 3010 1.00 1800 1263

384000

* Calculated we|ght average. For further details see “Average Coil Werght Disclaimer”.

Aries™ MWD 16008
Catalog number 12960 - (any of below 6 digits)

0.55 000700

0.80

1.00 001010 001060 001066 :001071 001076 001100 001120

1.50 001470 001500 001511 :001521 001531 001541 001571
2.00 002355 002450 002600 002800 ;002811 002831 002871
3.00 004300 004350

4.00 006300 006311 :006321 ;006331 006341 006371
8.00

Carton

(Cr(%l)l length i 450 500 500 500 500 500 500 500 500 500 500 500 500 500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16008 11550 80 1710 130 139 1035

015 450 1216000

10.20101.00 500 1210 240000
* Calculated welght average. For further details see “Average Coil Werght Disclaimer”.
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Aries™ MWD 22250
Catalog number 12970 - (any of below 6 digits)

0.50 000600

0.80

1.00 001900 002000 : 002100 §000001

1.40 000004 003100 003200 : 003250 000003

1.90

2.85

3.80

8.00 009000 000002
Carton

((:r%I)l length i 550 550 550 600 600 600 600 600 600 600 600 600 600 600

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22250 12220 63 2356 33
—> DRIPLINES PACKAGE DATA (ON CARTON COIL)
| 0.15100.25 550 1257 480 264000
22250 10,63
10.30101.00 600 274 480 288000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Aries™ TWD

Integral non pressure-compensated,
high clogging resistance dripper,
for multi seasonal applications

— 12150-16125-16150 - 22125

[ AAANNA

High clogging Self-cleaning Wide filtration
resistance labyrinth area

/ Benefits & Features

—> High clogging Even with poor quality water, with self-cleaning labyrinth that flushes debris, throughout

resistance operation.

—>  Wide filtration Ensures optimal performance even under harsh water conditions, preventing the entrance
area of sediments into the drippers.

—>  TurbuNext™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

/ Specifications

@ Maximum system pressure: according to driplines wall thickness.

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurbuNext™ labyrinth with superior performance.
Weldable into thin wall driplines (0.31,0.38 mm).
Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

Aries™ driplines meet ISO 9261 Standards with Israel Standard Institute (SlI)-certified production.

— DRIPPERS TECHNICAL DATA
12150, 16125, 16150, 22125 - 0.31, 0.38 mm wall thickness driplines

FLOW RATE* : MAXIMUM WORKING WATER PASSAGES DIMENSIONS | FILTRATION CONSTANT EXPONENT RECOMMENDED
PRESSURE WIDTH-DEPTH-LENGTH AREA FILTRATION

(L/H) (BAR)** (MM) (MM2) K X (MICRON)/(MESH)

0.50 0.47 x 0.53 x 65 39 0.173 0.46 130/120

0.80 0.54 x 0.69 x 65 43 0.277 0.46 130/120

0.95 0.60x0.74 x 65 49 0.329 0.46 200/80

1.35 0.71 x0.85x 65 53 0.468 0.46 200/80

et 1.5 /1.8 / 2.2/ 3.0

1.85 0.76 x 1.03 x 65 54 0.641 0.46 200/80

2.80 0.90x1.20x 65 54 0.971 0.46 200/80

3.80 0.94x1.28x33 54 1.318 0.46 200/80

8.00 1.52x1.28 x 28 50 2.773 0.46 200/80

*Flow rate at 1.0 bar pressure **According to driplines wall thicknesses / inside diameter
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Aries™ TWD 12150
Catalog number 12740 - (any of below 6 digits)

0.50 000900
0.80
0.95 002010 002046
1.35
1.85
2.80
3.80
8.00 007000

Carton
E:oi)l length i 1000 1100 1100 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12150 ‘1180 1256

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

: 0.15 1000 191 480000
12150 0.38 0.20t0 0.25 1100 19.3 480 528000
: 0.30to 1.00 1200 19.8 576000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

Aries™ TWD 16125
Catalog number 12935 - (any of below 6 digits)

0.50 001000

0.80 000003

0.95 002210 002230 002300 002302 003220

1.35 006970 007010 007030

1.85 003245 003240 003300 003330 003380 : 000004

2.80 004240 000002

3.80 005320

8.00 009000

Carton

?r%i)llength 1000 1000 1000 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16125 11620 31 1682 18 23 1030

101510025 1000 640000

16125 1031

10.30101.00 11100 1195 - 704000
* Calculated Welght average. For further details see "Average Coil Welght Disclaimer”.
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Aries™ TWD 16150
Catalog number 12937 - (any of below 6 digits)

0.50 000900

0.80 001100

0.95 002020 002050 002080 : 002090

i¥85 003030 003050 003070 : 003090

1.85 003478 003500 003520 : 003540 : 000002

2.80 000008 : 004480 004500 004520 004600

3.80 006000 006020 006120

8.00 009000

Carton

?nqni)l length : 900 900 900 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16150 1620 ‘1696

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

0.15t00.25 576000

16150 038 : g
0 301t01.00 1000 1214 1640 640000

* Calculated werght average. For further details see “Average Coil Werght Disclaimer”.

Aries™ TWD 22125
Catalog number 12965 - (any of below 6 digits)

0.50 001000

0.80 000003

0.95 002050 002100 : 002150

1.35 002600 002640

1.85 003050 003100 : 003150

2.80

3.80 004000

8.00

Carton

(cr%i)llength 900 900 900 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22125 22 20 22 82

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 576000

22125 :0.31 : E ;
O 30to 1.00 ‘IOOO 1234 : 640 : 640000

* Calculated welght average. For further details see "Average Coll Werght Disclaimer”.
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Typhoon™ Plus

Integral non pressure-compensated,
high clogging resistance dripper,
for semi permanent applications

— 12125-12150-16080-16100-16125-16150
16180 -22080-22100-22135-22150-22180
25135-25150

High clogging Self-cleaning Wide filtration
resistance labyrinth area

/ Benefits & Features

—> High clogging Even with challenging water quality, with self-cleaning labyrinth that flushes debris, throughout

resistance operation.

—>  Wide filtration Ensures optimal performance even under harsh water conditions, preventing the entrance
area of sediments into the drippers.

—>  TurbuNext™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

/Speoiﬂcations

@ Maximum system pressure: according to driplines wall thickness.

@ Recommended filtration: depending on dripper flow rate. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurbuNext™ labyrinth with superior performance.
Weldable into thin wall driplines (0.20, 0.25, 0.31, 0.38, 0.45 mm).
Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

Typhoon™ Plus driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.

—> DRIPPERS TECHNICAL DATA

FLOW RATE*  MAXIMUM WORKING | WATER PASSAGES FILTRATION AREA  CONSTANT EXPONENT  RECOMMENDED
PRESSURE** DIMENSIONS WIDTH- FILTRATION
(L/H) (BAR) DEPTH-LENGTH (MM) | (MM?2) K X ( MICRON)/(MESH)
0.45 x 0.45 x 34 21 0.177 0.45 130/120
0.52x 0.51 x 34 22 0.247 0.45 130/120
1.0 upto 3.0 0.60 x 0.59 x 34 24 0355 045 200/80
1.60 0.66x0.63x 18 24 0.567 045 200/80
2.20 0.77x0.72x 18 24 0.780 0.45 200/80

*Flow rate at 1.0 bar pressure ** According to driplines diameter and wall thickness
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Typhoon™ Plus 12125 (with hole outlet)
Catalog number 15686 - (any of below 6 digits)

0.50 000002 000003 : 000001

0.70 000090

1.00 000101

1.60 000130

2.20

Carton

<(3rcT)1|)I length { 1200 1200 1200 1300 1300 1300 1300 1300 1300 1300 1300 1300 1300 1300

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12125 11180 31 1242 25 29 1020

101510025 £1200 156 768000

12125 1031 16 1640
30101.00 11300 1163 832000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.

Typhoon™ Plus 12150 (with hole outlet)
Catalog number 15688 - (any of below 6 digits)

0.50

0.70

1.00 000100 000130
1.60
2.20

Carton
E:oi)llength 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

12150 1180 1256

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

1510 0.25 100 704000

12150

: 16
30101.00 100 16.8 704000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Typhoon™ Plus 16080 (with flap outlet)
Catalog number 15690 - (any of below 6 digits)

0.50

0.70 000072

1.00 000090 000160

1.60 000490 : 000520 000560

2.20

Carton

(Cr?:)l length { 2400 2400 2400 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500

Missing catalog numbers available upon request.

Typhoon™ Plus 16080 (with hole outlet)
Catalog number 15690 - (any of below 6 digits)

0.50

0.70 000002 000070 000001

1.00 000091 :0007100 :000130 :000260 :000140 :000014 :000009

1.60 000460 ;000008 ;000530 000550

2.20 000006 : 000012 ;000011 000013

Carton

E:F(T)Tl)l length { 2400 2400 2400 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16080 16 20 ‘1660

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

10.1500.25 2400 g 536000
16080 £0.20 - ; 16 640
0 30t01.00 2500 27 1 A 1600000

* Calculated we|ght average. Forfurther details see Average Coil Weight Dlsclalmer
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Typhoon™ Plus 16100 (with flap outlet)
Catalog number 15695 - (any of below 6 digits)

0.50 000005

0.70 000006 000090

1.00 000007 :000700 ;000130 000160 :000220 : 000250

1.60 000410 000470 : 000500 000560

2.20

Carton

<(3rcT)1|)I length { 1900 1900 1900 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000

Missing catalog numbers available upon request.

Typhoon™ Plus 16100 (with hole outlet)
Catalog number 15695 - (any of below 6 digits)

0.50

0.70

1.00 000102 000162 $000190 :000252 : 000280
1.60 000004 000440 000530 000620 :000650
2.20

Carton
E:oi)l length ; 7900 1900 1900 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16100 ‘1620 1670

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

1510 0.25 1216000
16100 :0.25 ’| 6 1640 .
.30to 1.00 : 2000 1269 i 1280000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Typhoon™ Plus 16125 (with flap outlet)
Catalog number 15700 - (any of below 6 digits)

0.50

0.70 000008 000100 000013

1.00 000074 000001 000290 000350 000440

1.60 000540 : 000570 000630 000720 : 000009 000780

2.20

Carton

(Cr?:)l length { 1350 1350 1350 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600

Missing catalog numbers available upon request.

Typhoon™ Plus 16125 (with hole outlet)
Catalog number 15700 - (any of below 6 digits)

0.50 000015 000010

0.70 000002 000003 000110

1.00 000016 :000012 :000260 :000320 :000380 :000410

1.60 000006 : 000600 ;000660 ;000665 ;000690 ;000750 ;000782

2.20 000007 :000020 :000021 :000022

Carton

E:F(T)Tl)l length { 1350 1350 1350 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16125 11620 31 1682 8 21 10

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

01510025 1350 1262 : 5 64000
16125 1031 : ; ; 16 640
103010100 1600 1265 024000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Typhoon™ Plus 16150 (with flap outlet)
Catalog number 15705 - (any of below 6 digits)

0.50 000003

0.70 000100 000130

1.00 000008 000290 000410

1.60 000510 000004 : 000011 :000006 :000840 :000940

2.20

Carton

<(3rcT)1|)I length { 1200 1200 1200 1300 1300 1300 1300 1300 1300 1300 1300 1300 1300 1300

Missing catalog numbers available upon request.

Typhoon™ Plus 16150 (with hole outlet)
Catalog number 15705 - (any of below 6 digits)

0.50

0.70 000007 000010

1.00 000230 000260 000320 000350 :000380

1.60 000640 000740 : 000005

2.20 000001

Carton

?r?‘nl)l length { 1200 1200 1200 1300 1300 1300 1300 1300 1300 1300 1300 1300 1300 1300

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

16150 ‘1620 1696

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

1510 0.25 768000
16150 :0.38 ’| 6 1640 .
3010 1.00 £ 1300 26 0 ] 832000

* Calculated we|ght average. For further details see Average Coil Weight D|scla|mer
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Typhoon™ Plus 16180 (with flap outlet)
Catalog number 15581 - (any of below 6 digits)

0.50
0.70
1.00
1.60
2.20

Carton
coil length : 1100 1100 1100 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200

(m)

Missing catalog numbers available upon request.

Typhoon™ Plus 16180 (with hole outlet)
Catalog number 15581 - (any of below 6 digits)

0.50
0.70
1.00
1.60 000001 000003 : 000002
2.20

Carton
coil length : 1100 1100 1100 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1200

(m)

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16180 1620 1710

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

10.1500.25 7o4ooo
16180 1045 : 16 640
0 3010 1.00 1200 28 6 A 768000

* Calculated we|ght average. Forfurther details see Average Coil Weight Dlsclalmer
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Typhoon™ Plus 22080 (with flap outlet)
Catalog number 15710 - (any of below 6 digits)

0.50 001100 001115 000003

0.70 000002 001150 ;001250 001350 001450

1.00 001600 001750 001850 001950 002100
1.60 002200 002300 : 002350

2.20 002400 000005

Carton

<(3rcT)1|)I length { 1500 1500 1500 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700

Missing catalog numbers available upon request.

Typhoon™ Plus 22080 (with hole outlet)
Catalog number 15710 - (any of below 6 digits)

0.50 001110 000004

0.70 000001 001200 001300 :001400 §001500

1.00 001550 001650 :001700 001800 :001900 {002000 002050
1.60 002150 002250

2.20 002450

Carton

?r?‘nl)l length { 1500 1500 1500 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700 1700

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

22080 12220 20 2260 1.0

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

10.15100.25 1500 1269 : ° 60000

22080 1020 ; ; ; 16 1640
103010 1.00 1700 1276 088000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Typhoon™ Plus 22100 (with flap outlet)
Catalog number 15715 - (any of below 6 digits)

0.50

0.70 001250 001350 001450 ;001550

1.00 001600 :001650 ;001750 001900 002000

1.60 000002 002200 002350 : 002500 002550

2.20

Carton

(Cr?:)l length { 1200 1200 1200 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500

Missing catalog numbers available upon request.

Typhoon™ Plus 22100 (with hole outlet)
Catalog number 15715 - (any of below 6 digits)

0.50 000004

0.70 000001 001200 001300 007400 :001500

1.00 001610 001700 :001800 :001850 :001950 :002050

1.60 002100 002150 002300 : 002450

2.20 002650

Carton

E:F(T)Tl)l length { 1200 1200 1200 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22100 12220 25 2270 1 13 02

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

01510025 1200 958 68000

{16 : 640

22100 1025 z '
10300 1.00 -1500 271 60000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Typhoon™ Plus 22135 (with flap outlet)
Catalog number 15725 - (any of below 6 digits)

0.50

0.70 001250 :001300 :001400 :001500 :001550

1.00 001650 000001 :001750 001800 :001900 :002050 : 002150 : 002200 002250

1.60 002350 (002450 {002550 002650 (002750 002850 :002950 :003000 :003050 003200
2.20 003300 003400 : 003500 003600

Carton

<(3rcT)1i)IIength 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100

Missing catalog numbers available upon request.

Typhoon™ Plus 22135 (with hole outlet)
Catalog number 15725 - (any of below 6 digits)

0.50

0.70 001150 :001200 001350 (001450

1.00 001600 001700 001850 :002000 {002100

1.60 002300 : 002400 : 002500 002600 : 002700 : 002800 003150
2.20 003250 003350 (003450 {003550

Carton

E:r?.li)llength 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

22135 12220 34 2288 15 17 02

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

10.15100.25 1100 ) 04000

116 1640

22135 10.34 : :
1030t01.00 11100 1268 04000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Typhoon™ Plus 22150 (with flap outlet)
Catalog number 15730 - (any of below 6 digits)

0.50 000003

0.70 001250 :001300 :001400 : 001500 ;001550

1.00 001600 :000002 :001700 001800 :001900 :002000 :002050 : 002100

1.60 002150 (002200 {002250 :002300 :002350 : 002450 :002500 :002600 ;002650 002700

2.20 002850 002900 002950 ;003000 003050

Carton

(Cr?:)l length { 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000

Missing catalog numbers available upon request.

Typhoon™ Plus 22150 (with hole outlet)
Catalog number 15730 - (any of below 6 digits)

0.50

0.70 001100 001200 001350 001450

1.00 001650 :001750 001850 : 001950

1.60 002800 002400 : 000004

2.20

Carton

(Cr%I)l length : 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22150 12220 38 2206 8 21 02

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

0.15t00.25 000 27.6 ’
i - 16 1640

10.30t01.00 1000 1272 640000

22150 1038

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Typhoon™ Plus 22180 (with flap outlet)
Catalog number 15731 - (any of below 6 digits)

0.50
0.70
1.00
1.60
2.20

Carton
<(:oi)| length : 800 800 800 900 900 900 900 900 900 900 900 900 900 900
m

Missing catalog numbers available upon request.

Typhoon™ Plus 22180 (with hole outlet)
Catalog number 15731 - (any of below 6 digits)

0.50
0.70
1.00

1.60 000001
2.20

Carton
E:oi)l length i 800 800 800 900 900 900 900 900 900 900 900 900 900 900
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

22180 22 20 23 10

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

1510 0.25 512000
:16

3010 1.00 00 12838 576000

* Calculated welght average. For further details see "Average Coil Weight Dlsclalmer
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Typhoon™ Plus 25135 (with flap outlet)
Catalog number 15740 - (any of below 6 digits)

0.50

0.70 001200
1.00 001250 ;001300
1.60 001450 ;001500
2.20

Carton
(coi)l length : 900 900 900 1000 7000 7000 1000 7000 1000 1000 7000 1000 7000 1000
m

Missing catalog numbers available upon request.

Typhoon™ Plus 25135 (with hole outlet)
Catalog number 15740 - (any of below 6 digits)

0.50

0.70

1.00
1.60 001350 001400
2.20

Carton
c(:oi)l length i 900 900 900 1000 1000 7000 1000 7000 1000 1000 7000 1000 7000 1000
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25135 12500

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

10150025 1250 576000

16 640

25135 10.34

10.30t01.00 11000 273 640000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Typhoon™ Plus 25150 (with flap outlet)
Catalog number 15745 - (any of below 6 digits)

0.50 000500
0.70 001200
1.00 001250 001300 001350 001400
1.60 001450 001500
2.20

Carton
c(:oi)l length : 900 900 900 900 900 900 900 900 900 900 900 900 900 900
m

Missing catalog numbers available upon request.

Typhoon™ Plus 25150 (with hole outlet)
Catalog number 15745 - (any of below 6 digits)

0.50

0.70

1.00
1.60
2.20

Carton
E:oi)l length : 900 900 900 900 900 900 900 900 900 900 900 900 900 900
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

25150 25 00

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

1510025 576000
25150 0.38 : 16 640 -
.30 t0 1.00 : 00 27 4 576000

* Calculated welght average. For further details see "Average Coil Weight D|scla|mer
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Streamline™ X

Integral non pressure-compensated,
high clogging resistance dripper,
for single season applications

—> 12060-12080-16050-16060 - 16070 - 16080
16100 - 22050 - 22060 - 22070 - 22080 - 22100

High clogging Self-cleaning
resistance labyrinth

/ Benefits & Features

—>  Toughness Streamline™ X is the toughest thin-wall dripline ever made, it incorporates a unique ribbed
surface that acts as a barrier between the ground and the dripline, making deployment and
retrieval smoother than ever before.

—>  Durable Streamline™ X incorporates internal and external reinforcement ribs that enhance the dripline
robustness and help protect the pipe from damages on the pipe surface and close to the dripper.
—>  High clogging With self-cleaning labyrinth that flushes debris throughout operation.
resistance
—>  Wide filtration Ensures optimal performance even under harsh water conditions, preventing the entrance
area of sediments into the drippers.
—>  TurboNet™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

/ Specifications
@ Streamline™ X dripline are available with hole or flap outlet. The 0.35 LPH has a sand barrier so only a hole is possible
with this flow.

@ Recommended filtration: According to drippers flow rate. Filtration method selected based on the kind and
concentration of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water,
a Hydrocyclone shall be installed before the main filter. Where sand/silt/clay solids exceed 100 ppm,
pre treatment shall be applied following Netafim expert instructions.

TurboNet™ labyrinth with large water passage.

Weldable into thin wall driplines (0.13,0.15,0.18, 0.20, 0.25 mm).

Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

Two clear and visible orange stripes mark the drippers upward position to ensure proper laying of the laterals.

Streamline™ X driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.
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—> DRIPPERS TECHNICAL DATA
12060, 16050, 16060, 16070, 22050, 22060, 22070 - 0.13, 0.15, 0.18 mm wall thickness driplines

0.35 0.35x0.34x23 12 0.116 0.48 130/120

0.80 0.59x0.33 x 25 12 0.265 0.48 130/120

1.10 0.51x0.44x13 14 0.392 0.45 130/120
1.60 0.65x0.55x 13 15 0.568 0.45 130/120
2.20 0.72x0.65x 13 15 0.780 0.45 130/120
2.80 0.84x0.73x13 15 0.993 0.45 200/80

* Flow rate at 1.0 bar pressure **According to driplines wall thicknesses and inside diameters

—> DRIPPERS TECHNICAL DATA
12080, 16080, 16100, 22080, 22100 - 0.20, 0.25 wall thickness driplines

0185 0.35x0.34x 23 12 0.116 0.48 130/120

0.72 0.59x0.33 x 25 12 0.238 0.48 130/120

1.05 0.51x0.44x13 14 0.373 0.45 130/120
i -11.0/1.1/1.2/1.4

1.60 0.65x0.55x 13 15 0.568 0.45 130/120

2.20 0.72x0.65x 13 15 0.780 0.45 130/120

2.80 0.84x0.73x13 115 0.993 0.45 200/80

* Flow rate at 1.0 bar **According to driplines inside diameter
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Streamline™ X 12060 (with flap outlet)
Catalog number 16370 - (any of below 6 digits)

0.35

0.80

1.10

1.60

2.20

2.80

Carton
E:oi)l length ; 3000 3000 3000 3200 3200 3200 3200 3200 3200 3200 3200 3200 3200 3200
m

Missing catalog numbers available upon request.

Streamline™ X 12060 (with hole outlet)
Catalog number 16370 - (any of below 6 digits)

0.35
0.80 000003
1.10 000002
1.60 000001
2.20

2.80

Carton
(coi)l length i 3000 3000 3000 3200 3200 3200 3200 3200 3200 3200 3200 3200 3200 3200
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12060 118 15 11210 160 18 15

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 3000 221 920000

12060 1015 16 640

10.3001.00 13200 212

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Streamline™ X 12080 (with flap outlet)
Catalog number 16371 - (any of below 6 digits)

0.35

0.72
1.05
1.60
2.20
2.80

Carton
((:oi)l length ; 2800 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000
m

Missing catalog numbers available upon request.

Streamline™ X 12080 (with hole outlet)
Catalog number 16371 - (any of below 6 digits)

0.35
0.72 000003
1.05 000004 : 000002
1.60 000005 000001
2.20
2.80

Carton
(COi)| length i 2800 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

12080 ‘I‘I .80 : 1220

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

24 5 792000
12080 :0.20 § : ; 16 1640
0 2010 1.00 3000 23 8 : 920000

* Calculated Welght average. For further details see Average Coil Weight Dlsclalmer

Drippers 2020 V1.0 STREAMLINE™ X 117



Streamline™ X 16050 (with flap outlet)
Catalog number 16380 - (any of below 6 digits)

0.35 000055
0.80 000027 000056
1.10 000042 000051 000031

1.60

2.20

2.80

Carton
coil length : 3200 3200 3200 3600 3600 3600 3600 3600 3600 3600 3600 3600 3600 3600

(m)

Missing catalog numbers available upon request.

Streamline™ X 16050 (with hole outlet)
Catalog number 16380 - (any of below 6 digits)

0.35 000045 000060

0.80 000005 000010 000006 000046

1.10 000008 : 000009 000013 000011 000047

1.60 000014 000015 000001 000057 000032

2.20 000016 000017 000018

2.80 000053

Carton

(Cr%I)l length : 3200 3200 3200 3600 3600 3600 3600 3600 3600 3600 3600 3600 3600 3600

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16050 11620 13 1646 1080 109 10

101510025 £3200 245

16050 1013 16 640

10.3001.00 3600 1256

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Streamline™ X 16060 (with flap outlet)
Catalog number 16382 - (any of below 6 digits)

0.35 000075 000076

0.80 000034 000013 000014 000038

1.10 000061 000012 000015 000016 : 000037 :000033

1.60 000063 000026 000032

2.20

2.80

Carton

((:nc'>1|)l length : 2600 2600 2600 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000

Missing catalog numbers available upon request.

Streamline™ X 16060 (with hole outlet)
Catalog number 16382 - (any of below 6 digits)

0.35 000056 000073

0.80 000020 000005 000006 000007 000046

1.10 000021 :000002 ;000043 ;000008 000009 : 000004 000058

1.60 000022 ;000003 ;000044 :000001 000035 000049 :000045

2.20 000023 :000019 :000042 ;000011 000041 : 000064

2.80 000018 000057 000017 000027

Carton

(Cn(?]I)| length : 2600 2600 2600 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16060 1620 : 16 50

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 664000
16060 0.15 ; 16 640

O 30to 1.00 3000 24 0

* Calculated Welght average. For further details see Average Coil Weight Disclaimer”.
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Streamline™ X 16070 (with flap outlet)
Catalog number 16383 - (any of below 6 digits)

0.35

0.80

1.10

1.60

2.20

2.80

Carton
coil length | 2500 2500 2500 2800 2800 2800 2800 2800 2800 2800 2800 2800 2800 2800

(m)

Missing catalog numbers available upon request.

Streamline™ X 16070 (with hole outlet)
Catalog number 16383 - (any of below 6 digits)

0.35

0.80

1.10
1.60 000003 000001 000005
2.20 000006 000007 000002

2.80

Carton
coil length : 2500 2500 2500 2800 2800 2800 2800 2800 2800 2800 2800 2800 2800 2800

(m)

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16070 11620 18 1656 1110 13 10

101510025 £2500 225

16070 1018 16 640

10.3001.00 2800 1265

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Streamline™ X 16080 (with flap outlet)
Catalog number 16384 - (any of below 6 digits)

0.35

0.72 000007 000005 000006 : 000034

1.05 000035 ;000008 ;000036 ;000009 000010 000037 000028

1.60 000044 000026 000027

2.20 000041

2.80

Carton

((:nc'>1|)l length | 2200 2200 2200 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500

Missing catalog numbers available upon request.

Streamline™ X 16080 (with hole outlet)
Catalog number 16384 - (any of below 6 digits)

0.35 000087

0.72 000071 :000032 000080 ;000004 000033 000075

1.05 000011 :000012 000047 ;000003 000013 000014 000076
1.60 000023 000002 ;000043 :000001 000020 : 000021

2.20 000015 :000016 :000042 ;000017 000018 000019

2.80 000040 : 000046 ;000045

Carton

(cngl)l length : 2200 2200 2200 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16080 1620 : 1660

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 23 7 408000
16080 0.20 ; 16 640
0 30to 1.00 2500 26.3

* Calculated Welght average. For further details see Average Coil Weight Disclaimer”.
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Streamline™ X 16100 (with flap outlet)
Catalog number 16385 - (any of below 6 digits)

0.35

0.72
1.05 000008 000030 000024

1.60

2.20
2.80 000031

Carton
coil length | 1800 1800 1800 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000

(m)

Missing catalog numbers available upon request.

Streamline™ X 16100 (with hole outlet)
Catalog number 16385 - (any of below 6 digits)

0.35

0.72 000023 000020 000017 000026

1.05 000028 :000019 ;000015 000022 ;000016

1.60 000001 000002 000020 : 000025

2.20 000014 :000029 ;000027 000013 000021

2.80

Carton

(Cr%I)l length : 1800 1800 1800 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

16100 11620 25 11670 1140 16 10

101510025 11800 1236

16100 1025 16 640

10.3001.00 2000 1259

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Streamline™ X 22050 (with flap outlet)
Catalog number 16389 - (any of below 6 digits)

0.35

0.80
1.10
1.60
2.20
2.80

Carton
((:oi)l length ; 2800 2800 2800 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000
m

Missing catalog numbers available upon request.

Streamline™ X 22050 (with hole outlet)
Catalog number 16389 - (any of below 6 digits)

0.35
0.80
1.10 000001
1.60 000002
2.20
2.80

Carton
(COi)| length i 2800 2800 2800 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000
m

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22050 22 20 : 22 46

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 792000
22050 0.15 ; 16 640

O 30to 1.00 3000 27 9

* Calculated Welght average. For further details see Average Coil Weight Dlsclalmer
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Streamline™ X 22060 (with flap outlet)
Catalog number 16390 - (any of below 6 digits)

0.35 000020

0.80 000022 000010 000011 000013

1.10 000021 000009 000012 000014

1.60

2.20

2.80

Carton
E:oi)l length ; 2200 2200 2200 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400
m

Missing catalog numbers available upon request.

Streamline™ X 22060 (with hole outlet)
Catalog number 16390 - (any of below 6 digits)

0.35

0.80 000023 000003 000004 : 000005

1.10 000008 000002 000006 : 000007

1.60 000015 000024 ;000001 000016

2.20 000018

2.80

Carton

(Cr%I)l length { 2200 2200 2200 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

22060 12220 15 2250 80 109 01

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

101510025 12200 235 : 5 408000
22060 :0.15 ; : : 16 1640
:0.30t0 1.00 £ 2400 26,0 536000

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.

124 STREAMLINE™ X Drippers 2020 V1.0



Streamline™ X 22070 (with flap outlet)
Catalog number 16393 - (any of below 6 digits)

0.35

0.80

1.10

1.60

2.20

2.80

Carton
((:oi)l length ; 1800 1800 1800 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000
m

Missing catalog numbers available upon request.

Streamline™ X 22070 (with hole outlet)
Catalog number 16393 - (any of below 6 digits)

0.35

0.80

1.10

1.60 000001

2.20

2.80

Carton
(COi)| length i 1800 1800 1800 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000
m

Missing catalog numbers available upon request.

— DRIPLINES TECHNICAL DATA

22070 12220 018 2256 1090 1.0 1001

—> DRIPLINES PACKAGE DATA (ON CARTON COIL)

15100.25 800 1237 1152000
16 640
3010 1.00 000 1258 1280000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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Streamline™ X 22080 (with flap outlet)
Catalog number 16391 - (any of below 6 digits)

0.35 000028 000041

0.72 000030 000008 000009 000010

1.05 000011 000002 000012 000026

1.60 000013 000029 000043

2.20

2.80

Carton

(cr%l)l length : 1600 1600 1600 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Missing catalog numbers available upon request.

Streamline™ X 22080 (with hole outlet)
Catalog number 16391 - (any of below 6 digits)

0.35

0.72 000036 000014 :000003 ;000015 ;000016

1.05 000035 000001 000006 : 000005 000032
1.60 000034 :000040 ;000023 000031

2.20 000033 : 000037 ;000022 000042

2.80 000024

Carton

(cr%i)llength 1600 1600 1600 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22080 12220 20 2260 1100 12 01

101510025 11600 1236

22080 10.20 16 1640

10.3001.00 1800 1256

* Calculated weight average. For further details see “Average Coil Weight Disclaimer”.
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Streamline™ X 22100 (with flap outlet)
Catalog number 16392 - (any of below 6 digits)

0.35
0.72 000018 000020
1.05 000019 000001 000029

1.60
2.20
2.80

Carton
coil length | 1200 1200 1200 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500

(m)

Missing catalog numbers available upon request.

Streamline™ X 22100 (with hole outlet)
Catalog number 16392 - (any of below 6 digits)

0.35
0.72 000002 000022
1.05 000017
1.60 000025 ;000024 :000027 000016 : 000028

2.20
2.80

Carton
coil length | 1200 1200 1200 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500

(m)

Missing catalog numbers available upon request.

—> DRIPLINES TECHNICAL DATA

22100 12220 1025 12270 1110 13 1001

— DRIPLINES PACKAGE DATA (ON CARTON COIL)

§015t0025 £1200 §22.0

22100 1025 : 16 1640
030to1 00 1500 266

* Calculated Welght average. For further details see Average Coil Weight Dlsclalmer
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M

Small diameter, non pressure-compensated
dripper, dripline for small fields, irrigation
kits, and nurseries

icrodrip

MV

Small High clogging Self-cleaning
diameter resistance labyrinth

/ Benefits & Features

%

%
%
%

Economic Small diameter that fits small farms with short laterals, irrgation kits, nurseries, and kitchen
gardens.

High clogging Even with poor quality water, with self-cleaning labyrinth that flushes debris throughout
resistance operation.

Wide filtration Ensures optimal performance even under harsh water conditions, preventing the entrance
area of sediments into the drippers.

TurboNet™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

/ Specifications

Q0000

128

Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration

of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurboNet™ labyrinth with large water passage.

Weldable into medium wall driplines (0.80 mm).

Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

Microdrip driplines meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.
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—> DRIPPERS TECHNICAL DATA

063x073x22 0647 130/120

*Flow rate at 1.0 bar pressure

Microdrip
Catalog number 18500 - (any of below 6 digits)

2.00
2.00 0.3 002948 002950 003000 003003
2.00 0.4

Missing catalog numbers available upon request.
Blank dripline, without drippers inside, 300 meter coil: 18500-000970

— DRIPLINES TECHNICAL DATA

Microdrip

— DRIPLINES PACKAGE DATA (ON BUNDLED COIL)

0.80 0.20to 0.40 1440 288000
0.80 250 0.20to 0.40 43 1440 360000
0.80 300 0.20to 0.40 5.2 1440 432000
0.80 400 0.20to 0.40 6.9 640 256000
0.80 600 0.20to 0.40 10.4 640 384000

* Calculated weight average. For further details see "Average Coil Weight Disclaimer”.
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PC dripper

On line pressure-compensated dripper
for permanent irrigation applications

such as greenhouses, nurseries, citrus,
orchards, deciduous and tree irrigation

Pressure- Anti-Drain Self-flushing
compensated mechanism mechanism

/ Benefits & Features

—>  Pressure- Precise and equal amounts of water delivered over a broad pressure range, ensuring 100%
compensated uniformity of water and nutrient distribution along the laterals.

—>  Anti-Drain Eliminates drainage and refill effect, and improves efficiency in pulse irrigation even in steep
(LCNL &HCNL)  topography.
mechanism

—>  Continuously Flushes debris throughout operation, while ensuring constant dripper operation even in
self-flushing challenging water qualities.

—>  TurboNet™ Labyrinth ensures wide water passages, large deep and wide cross section that improves

clogging resistance.

—>  Flexible Dripper can be positioned exactly where required and number of drippers can be increased so

location as to increase water quantity supply aimed at meeting plant growth rate requirement. Allows

the installation of “spider assembly”, splitting the drip supply into a number of dripping outlets.

/Speoiﬂcations

@ Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurboNet™ labyrinth with large water passage.
Insertable into thick wall blank PE pipes (0.90, 1.00, 1.20 mm).
Injected dripper, very low CV.

High UV resistant. Resistant to standard nutrients used in agriculture.

PC on line drippers meet ISO 9261 Standards with Israel Standard Institute (Sll)-certified production.
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—> DRIPPERS TECHNICAL DATA

PC drippers
FLOW WORKING WATER PASSAGES DIMENSIONS FILTRATION : CONSTANT EXPONENT* : BASE CODE CAP COLOR
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA COLOR CODE
(L/H) RANGE (BAR) (MM) (MM?) K X
2.0 0.5-40 1.17x1.07 x 61 2.0 2.0 0 Red Black
4.0 0.5-40 1.32x1.44x60 2.0 4.0 0 Black Black
8.5 0.5-40 1.60x1.60x17 2.0 8.5 0 Green Black
*Within working pressure range
— DRIPPERS TECHNICAL DATA
PC-LCNL drippers
FLOW { WORKING WATER PASSAGES DIMENSIONS | FILTRATION { CONSTANT EXPONENT* : SHUT OFF BASE CAP COLOR
RATE* : PRESSURE WIDTH-DEPTH-LENGTH AREA PRESSURE CODE CODE
(L/H) i RANGE (BAR) | (MM) (MM2) K X (BAR) COLOR
2.0 1.0-4.0 1.17 x1.07 x 61 2.0 2.0 0 0.15 Red Brown
4.0 1.0-4.0 1.32x 1.44 x 60 2.0 4.0 0 0.15 Black Brown
8.5 1.0-40 1.60x1.60x 17 2.0 8.5 0 0.15 Green Brown
* Within working pressure range
— DRIPPERS TECHNICAL DATA
PC-HCNL drippers
FLOW { WORKING WATER PASSAGES DIMENSIONS | FILTRATION { CONSTANT EXPONENT* : SHUT OFF BASE CAP COLOR
RATE* { PRESSURE WIDTH-DEPTH-LENGTH AREA PRESSURE CODE CODE
(L/H) i RANGE (BAR) | (MM) (MM2) K X (BAR) COLOR
3.0 1.4-40 1.17 x 1.07 x 61 2.0 3.0 0 0.30 Black Black
6.0 1.4-40 1.32x 1.44 x 60 2.0 6.0 0 0.30 Black Black
12.0 1.4-40 1.60x 1.60 x 17 2.0 12.0 0 0.30 Black Black
* Within working pressure range
— DRIPPERS PACKAGE DATA
MODEL QUANTITY P/BOX BOX DIMENSIONS BOX WEIGHT
UNITS (CM X CM X CM) (KG)
PC & PC-LCNL drippers, flat model 2500 57 x 28 x 27 18
PC, PC-LCNL & PC-HCNL drippers , nipple model 2500 57 x 28 x 27 19
PC dripper flat model PC dripper nipple model
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PC dripper Flat model
Catalog number 21000 - (any of below 6 digits)

FLOW RATE (L/H) : 1 UNIT 25 UNITS/BAG 50 UNITS/BAG 100 UNITS/BAG  : 250 UNITS/BAG  : 500 UNITS/BAG : 1000 UNITS/BAG : 2500 UNITS/CARTON
2.0 001000 001020 001030 001033 001035 001040 001051

4.0 001100 001120 001130 001133 001135 001140 001151

8.5 001200 001220 001230 001233 001235 001240 001246

Missing catalog numbers available upon request

PC dripper Nipple model

Catalog number 21020 - (any of below 6 digits)

FLOW RATE (L/H) : 1 UNIT 25 UNITS/BAG 50 UNITS/BAG 100 UNITS/BAG | 250 UNITS/BAG : 500 UNITS/BAG : 1000 UNITS/BAG : 2500 UNITS/CARTON
2.0 001000 001020 001030 001033 001035 001040 001051

4.0 001100 001110 001120 001130 001133 001135 001141 001149

8.5 001200 001210 001220 001230 001235 001232 001240 001251

Missing catalog numbers available upon request

PC dripper Nipple model

Catalog number 21000 - (any of below 6 digits)

FLOW RATE (L/H) : 1 UNIT 25 UNITS/BAG 50 UNITS/BAG 100 UNITS/BAG  : 250 UNITS/BAG : 500 UNITS/BAG : 1000 UNITS/BAG : 2300 UNITS/CARTON
25.0 001400 001410 001420 001430 001440

25.0 + capass. (001300 001320 001330 001340 001360

Missing catalog numbers available upon request

PC - LCNL dripper Flat model
Catalog number 21000 - (any of below 6 digits)

FLOW RATE (L/H) : 1 UNIT 25 UNITS/BAG 50 UNITS/BAG  : 100 UNITS/BAG : 250 UNITS/BAG : 500 UNITS/BAG : 1000 UNITS/CARTON : 2500 UNITS/CARTON
2.0

4.0 001600 001640

8.5

Missing catalog numbers available upon request

PC - LCNL dripper Nipple model
Catalog number 21020 - (any of below 6 digits)

FLOW RATE (L/H) : 1 UNIT 25 UNITS/BAG 50 UNITS/BAG  : 100 UNITS/BAG : 250 UNITS/BAG : 500 UNITS/BAG : 1000 UNITS/CARTON : 2500 UNITS/CARTON
2.0 001300 001315 001320 001330 001333 001341 001061
4.0 001400 001410 001420 001430 001433 001441 001156
8.5 001500 001510 001520 001530 001533 001545 001201

Missing catalog numbers available upon request

PC - HCNL dripper Nipple model
Catalog number 21060 - (any of below 6 digits)

FLOW RATE (L/H) : 1 UNIT 25 UNITS/BAG 50 UNITS/BAG  : 100 UNITS/BAG : 250 UNITS/BAG : 500 UNITS/BAG : 1000 UNITS/CARTON : 2500 UNITS/CARTON
3.0 001000 001020 001022 001030 001040
6.0 001200 001210 001220 001240
12.0 001300 001320 001330 001335 001340
Missing catalog numbers available upon request
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PCJ dripper

Compact on line pressure-compensated,
continuously self-flushing dripper for
greenhouses, nurseries, and other
protected crops applications

Compact Pressure- Anti-Drain
size compensated mechanism

/ Benefits & Features

—>  Pressure- Compact size online pressure- compensated dripper that delivers precise and equal amounts
compensated of water over a broad pressure range, ensuring 100% uniformity of water and nutrient
distribution along the laterals.
—> Anti-Drain Eliminates drainage and refill effect, and improves efficiency in pulse irrigation even in steep
(LCNL & HCNL)  topography.
mechanism
—>  Continuously Flushes debris throughout operation, while ensuring constant dripper operation even in
self-flushing challenging water qualities.
—>  TurboNet™ Labyrinth ensures wide water passages, large deep and wide cross section that improves
clogging resistance.
—>  Flexible Dripper can be positioned exactly where required and number of drippers can be increased so
location as to increase water quantity supply aimed at meeting plant growth rate requirement. Allows

the installation of “spider assembly”, splitting the drip supply into a number of dripping outlets.

/Speoiﬂcations

@ Recommended filtration: 130 micron / 120 mesh. Filtration method selected based on the kind and concentration
of dirt particles contained in the water. Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone shall be
installed before the main filter. Where sand/silt/clay solids exceed 100 ppm, pre treatment shall be applied following
Netafim expert instructions.

TurboNet™ labyrinth with large water passage.

Insertable into thick wall blank PE pipes (0.90, 1.00, 1.20 mm).

Injected dripper, very low CV.

3 different outlets: nipple, barb to 3 mm ID and barb to 4 mm ID micro-tube.

High UV resistant. Resistant to standard nutrients used in agriculture.

PCJ on line drippers meet ISO 9261 Standards with Israel Standard Institute (Sl)-certified production.

—> DRIPPERS PACKAGE DATA

QUANTITY P/BOX BOX DIMENSIONS %AVERAGE BOX WEIGHT

UNITS - (CM X CM X CM) - (KG)
PCJ drippers (all the models) 113000 | 57x28x27 1140
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— DRIPPERS TECHNICAL DATA
PCJ drippers

FLOW WORKING WATER PASSAGES DIMENSIONS FILTRATION i CONSTANT {EXPONENT* :BASE CODE :CAP COLOR
RATE* PRESSURE WIDTH-DEPTH-LENGTH AREA COLOR CODE
(L/H) RANGE (BAR) (MM) (MM?) K X
0.5 05-4.0 0.54 x 0.60 x 35 1.8 0.5 0 Mustard Black
1.2 05-4.0 0.67 x 0.77 x 35 2.0 1.2 0 Brown Black
2.0 05-4.0 0.98x 0.79 x 35 2.0 2.0 0 Red Black
3.0 05-40 1.03x1.07 x 35 2.0 3.0 0 Blue Black
4.0 05-40 1.32x0.92x 35 2.0 4.0 0 Gray Black
8.0 05-40 1.60 x 1.08 x 35 2.0 8.0 0 Green Black
12.0 0.5-40 1.60x 1.08 x 17 2.0 12.0 0 Fuchsia Black
15.0 0.5-40 1.60x 1.08 x 17 2.0 15.0 0 Black Black
*Within working pressure range
— DRIPPERS TECHNICAL DATA
PCJ-LCNL drippers
FLOW | WORKING WATER PASSAGES DIMENSIONS | FILTRATION :CONSTANT {EXPONENT* :SHUT OFF BASE CAP COLOR
RATE* : PRESSURE WIDTH-DEPTH-LENGTH AREA PRESSURE CODE CODE
(L/H) RANGE (BAR) : (MM) (MMm?2) K X (BAR) COLOR**
0.5 0.7-4.0 0.54x 0.60 x 35 1.8 0.5 0 0.12 Mustard Black
1.2 0.7-4.0 0.67 x0.77 x 35 2.0 1.2 0 0.12 Brown Black
2.0 0.7-4.0 0.98x0.79 x 35 2.0 2.0 0 0.12 Red Black
3.0 0.7-4.0 1.03x1.07 x 35 2.0 3.0 0 0.12 Blue Black
4.0 0.7-4.0 1.32x0.92x35 2.0 4.0 0 0.12 Gray Black
8.0 0.7-4.0 1.60 x 1.08 x 35 2.0 8.0 0 0.12 Green Black
12.0 0.7-4.0 1.60x 1.08x 17 2.0 12.0 0 0.12 Fuchsia Black
15.0 0.7-4.0 1.60x1.08x17 2.0 15.0 0 0.12 Black Black
*Within working pressure range **PCJ-LCNL is distinguished by the rings around the barb water inlet connector
— DRIPPERS TECHNICAL DATA
PCJ-HCNL drippers
FLOW | WORKING WATER PASSAGES DIMENSIONS : FILTRATION : CONSTANT : EXPONENT* | SHUT OFF BASE CODE CAP COLOR
RATE* : PRESSURE WIDTH-DEPTH-LENGTH AREA PRESSURE COLOR CODE
(L/H) RANGE (BAR) : (MM) (MM2) K X (BAR)
0.5 1.5-40 0.54 x 0.60 x 35 1.8 0.5 0 0.18 Light yellow Black
1.2 1.5-40 0.67x0.77 x 35 2.0 1.2 0 0.18 Light brown Black
2.0 1.5-40 0.98x0.79 x 35 2.0 2.0 0 0.18 Pink Black
3.0 1.5-40 1.03x1.07 x 35 2.0 3.0 0 0.18 Light blue Black
4.0 1.5-40 1.32x0.92x35 2.0 4.0 0 0.18 Light gray Black

*Within working pressure range

PCJ dripper nipple model
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PCJ dripper 3 mm barb outlet
Catalog number 21500 - (any of below 6 digits)

FLOWRATE ~:TUNIT 10UNITS/ 25UNITS/ 50UNITS/ 100UNITS/ :250UNITS/ 500 UNITS/ 1000 UNITS/ 13000 UNITS/
(L/H) BAG BAG BAG BAG BAG BAG BAG BOX
05 000700 000710 000730 000740

12 000800 | 000805 000815 000840

20 001000 001005 001010 001020 001030 001035 001040 001041
3.0 001150 001155 001159

4.0 001200 | 001205 001210 001220 001230 001233 001240

8.0 001400 001405 001410 001420 001430 001440 001450

12.0 001470 001475 001480 001495

15.0 003010 003030

Missing catalog numbers available upon request
PCJ Dripper - With Al (anti-insects) assembly cap
Catalog number 21500 - (any of below 6 digits)

FLOW RATE (L/H) 1 UNIT

2.0 004300

30

4.0

80 004330 PCJ dripper with Al assembly cap
PCJ dripper 4 mm barb outlet
Catalog number 21500 - (any of below 6 digits)

FLOWRATE TUNIT 10UNITS/ 25UNITS/  50UNITS/ 100UNITS/ :250UNITS/ 500 UNITS/ 1000 UNITS/ 12000 UNITS/
(L/H) BAG BAG BAG BAG BAG BAG BAG BOX
0.5

12 001600

20

3.0

4.0 002100

8.0 002300

12.0 002400 002440

15.0 003020 003040
Missing catalog numbers available upon request
PCJ dripper Nipple outlet
Catalog number 21500 - (any of below 6 digits)

FLOWRATE TUNIT 10UNITS/ 25UNITS/  50UNITS/ 100 UNITS/ :250UNITS/ 500 UNITS/ 1000 UNITS/ 12000 UNITS/
(L/H) BAG BAG BAG BAG BAG BAG BAG BOX
0.5 001042 001045 001046

12 001050 001057 001060 001090

2.0 001100 001110 001112 001115 001130 001140 001145

3.0 001160 001190

4.0 001300 001310 001315 001320 001330 001340

8.0 001500 001510 001520 001530 001535 001540

12.0 001560 001561 001562 001565 001575

15.0 003400 003450

Missing catalog numbers available upon request

136 PCJ DRIPPER Drippers 2020 V1.0



PCJ-LCNL dripper 3 mm barb outlet
Catalog number 21520 - (any of below 6 digits)

0.5 000810 000820 000830 000840

1.2 000900 000910 000920 000930 000940 000950
2.0 001000 001015 001020 001030 001040 001050 001051
3.0 001200 001210 001220 001230 001240 001250
4.0 001400 001410 001420 001430 001440 001450 001460
8.0 001600 001610 001620 001630 001640 001650 001660
12.0 001670 001680 001687 001690 001695 001698

Missing catalog numbers available upon request

PCJ-LCNL dripper 4 mm barb outlet

Catalog number 21520 - (any of below 6 digits)

0:5

1.2

2.0 003000 003020 003030 003040 003060
3.0

4.0 003400 003420 003430 003440 003460
8.0 003600 003620 003630 003640 003660
12.0 003700

Missing catalog numbers available upon request

PCJ-LCNL dripper nipple outlet
Catalog number 21520 - (any of below 6 digits)

0.5 001052
1.2 001060 001090
2.0 001100 001120 001130 001140 001150 001155
3.0 001300 001310 001320 001340
4.0 001500 001510 001520 001530 001540 001550 001560
8.0 001700 001710 001720 001730 001740 001750 001760
12.0 001770 001780 001795
Missing catalog numbers available upon request
Drippers 2020 V1.0 PCJ DRIPPER 137



PCJ-HCNL dripper 3 mm barb outlet
Catalog number 2152