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Pressure Reducing Valve
FAILURE

VALVE FAILS TO OPEN

Wrong  
tubes connection 

3W selector is in  
close position

The downstream pressure  
set point is too low

Compare with connection  
diagrams and correct

Turn to AUTO position Increase upstream  
pressure or change  

to a low pressure diaphragm

POSSIBLE CAUSE

FAILURE

VALVE FAILS TO CLOSE

Wrong  
tubes connection 

Damaged diaphragm -  
turn 3W selector to OPEN -  

water flows constantly

Debris between  
diaphragm and seat

Compare with connection  
diagrams and correct

Replace diaphragm  
(refer I.D number)

Dismantle, 
clean and reassemble

POSSIBLE CAUSE

SOLUTION

SOLUTION
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FAILURE

VALVE FAILS TO REGULATE

Wrong tubes 
connection

 Pilot spring is not 
suitabalve for the 
desired pressure  

set point

Insufficient 
upstream pressure

The finger filter  
is clogged

Faulty pilot

Compare with 
connection 

diagrams and 
correct

Check data and 
replace with the 
correct spring

Increase upstream 
pressure or change 
to a low pressure 

diaphragm

Dismantle the filter 
and clean it

Disconnect and 
clean all, including 

the tubes, or replace

Pressure Reducing Valve

FAILURE

UNSTABLE PERFORMANCE

Wrong tubes connection High pressure differential 
accopmanied by noise  

and vibration 

Upstream Pressure  
is not stabilize

Compare with connection  
diagrams and correct

Replace diaphragm  
(refer I.D number)

Dismantle, 
clean and reassemble

POSSIBLE CAUSE

POSSIBLE CAUSE

SOLUTION

SOLUTION


